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PREFACE 


This manual describes the functions and features of the 
OS/32 FASTCHEK program, Part Number 03-344. OS/32 FASTCHEK is 
used to check the integrity of disc packs, and to initialize and 
rename packs ina fast, efficient and convenient manner. 


User Prerequisites 
Users of O0S/32 FASTCHEK should be familiar with the operation of 
OS/32-6 


Synopsis of Chapters 

Chapter 1 provides a general overview of the program's 
capabilities. Chapter 2 describes when to run FASTCHEK, how to 
load and start ite 


Chapter 3 describes command entry, and Chapter 4 contains a 
description of the operation of FASTCHEK and also contains tuning 
informatione 


Chapter 5 discusses error handling and documents all the messages 
which can be generated. Internal failure conditions are 
discussed in Chapter 6. 


Appendixes provides a command summary; End of Task codes; device 
characteristics; format of the Pack Administration file; Link 
procedure; logical unit usage; a comparison with OS/32 DISCHECK 
and OS/32 DISCINIT; notes on the journal feature; notes on the 
compatibility with other products. 


OS/32 FASTCHEK executes as a segmented user task under 0S/32 
R06.2, or higher. RO06.2 Supports tWo new file types: 
nonbuffered indexed and extendable contiguous files. 


OS/32 FASTCHEK functionally replaces the O0S/32 DISCHECK and 0S/32 
DISCINIT programse Current users of these products will find a 
comparison of FASTCHEK with DISCHECK and DISCINIT commands in 
Appendix G. 


For information on the contents of all Perkin-Elmer 32-bit 
Manuals, see the 32-Bit Systems User Documentation Summary. 
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CHAPTER 1 
OS/32 FASTCHEK OVERVIEW 


1-1 INTRODUCTION 


In order to reliably store and retrieve information on a disc 
system certain procedures are necessarye These can be divided 
into two classes, those necessary to prepare the disc pack for 
use hy the system, and those necessary to check the integrity of 
the pack and its contents. 


Preparing a disc pack for use by the system involves two steps, 
‘formatting’ and ‘initializing’. The first of these is required 
so that the disc contreller hardware can directly address each 
sector on the pack, and the second so that the operating system 
can allocate, write, and read data files on the pack. Thus 
‘formatting’ is a hardware requirement, whereas ‘initializing’ is 
a software requirement. 


When a pack is received from a manufacturer it is essentially 
‘blank’ and has no information recorded on it and is referred to 
as unformatted. A hardware diagnostic/test program is then used 
to write sector headers on the pack and to check the surface of 
the pack. This process is termed “formatting’ and is often 
performed by an engineer. 


The pack must then be ‘initialized" by writing certain control 
information on the pack. One of the functions of FASTCHEK is to 
perform this initialization. The control information consists of 
the Volume Descriptor, the Directory and the Bit Mape The Volume 
Descriptor contains the name of the pack (the Volume Name), the 
addresses of the Bit Map and Directory, and certain other control 
information. It is always placed in the first sector on the pack 
(sector 0) so that the operating system can locate it. The 
Directory contains an entry for each data file currently on the 
pack. Each entry holds the name of the file, information on its 
type, its location on the pack, its status, and certain other 
control data. The Directcry consists of a number of blocks 
linked together. As part of the initialization process, the 
directory can be ‘pre-allocated' so as to optimise reading of the 
directory by the operating system. The Bit Map is used by the 
operating system to control the allocation of space on the pack. 
It contains one bit per sector on the pack with each bit being 
set to zero if the associated sector is free, and to one if the 
sector is either in use or defective. 


During the intialization process, a check can be made to see if 


any of the sectors on the pack are defective. This operation is 
known asa ‘surface check’ or ‘read check’. A sector is said to 
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be defective if it either has been previously flagged as 
defective by the format program or cannot be sucessfully read by 
FASTCHEK. All defective sectors are flagged as being ‘in use‘ in 
the Bit Map so as to prevent their use by the operating system. 


Once the pack has been initialized it can be ‘marked on" and made 
available for use. 


If a software or hardware failure occurs, the integrity of the 
data on the pack must be assumed to be in doubt and FASTCHEK must 
be run before the pack can be returned to normal use. This 
Operation is necessary for a number off reasons. 


Firstly, it should be apparent that a hardware failure may result 
in erroneous data being written on the pack or may cause valid 
data to be written to the wrong place on the pack. Secondly, 
Since the operating system buffers certain data in memory (to 
avoid the inefficiency of rewriting it to the pack whenever it is 
updated), it is highly prebable that, following a system failure, 
the pack may contain inconsistent data. The data buffered in 
memory is always flushed when the pack is marked off. Thus, as 
a check that a pack being marked on has previously been marked 
off, the operating system maintains a control bit in the Volume 
Descriptor which is set whenever the pack iS marked on as 
unprotected and reset when it is marked off. If this bit is 
found to be set when an attempt is made to mark the pack on as 
unprotected, it is taken as an indication that the integrity of 
the data on the pack is in doubt and the pack will not be marked 
on. FASTCHEK is used to perform the required checking and then, 
if the operation is successful, reset the bit so that the pack 
can be marked on for normal usee Specifically, FASTCHEK closes 
any files that were open (i.e. being accessed) at the time of 
the failure and warns of a possible data loss if the file was 
being written to. FASTCHEK also checks (where necessary) all the 
data linkage structures and when possible, repairs any that have 
been corrupted. Checks are also made for allocation conflicts. 
That is cases where, according to the existing control 
information, two or more files share the same sectors. 


It is important to realise that when a system failure occurs and 
FASTCHEK is used to check and restore the integrity of the pack, 
FASTCHEK does nothing to fix the underlying cause of the failure, 
it simply attempts to restore the integrity of the pack. Thus 
for example, if the operating system detects a hardware error 
while accessing the Bit Map, it will request that the pack be 
marked off and checked. Running FASTCHEK in this case may 
restore the integrity of the pack (probably by relocating and 
rebuilding the Bit Map) but obviously cannot correct the original 
hardware fault. 
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1.2 GENERAL DESCRIFTION 


FASTCHEK can be used to perform three different functions, 
initialize a formatted disc pack, rename a pack, and check the 
integrity of a pack. 


The initialisation function can be performed in three different 
modes: 


- with surface check 
- with prefill and surface check 
- without surface check 


In FASTCHEK's terminology these modes are known as READCHECK, 
FILL, and NOREADCHECK respectively. 


If the pack has just been formatted then one of the first two 
modes (READCHECK or FILL) must be used in order to check for and 
record the defective sectors. It should be noted that the 
prefill mode can be used either to prefill the pack with a 
recognizable ‘never yet used’ Signature or (more usefully) to 
ensure that any previous data is overwritten thus performing a 
"security erase* operation. 


If the pack has been previously initialized then the NOREADCHECK 
mode can be used to save time. The surface check can be safely 
omitted since FASTCHEK records the defective sector information 
on the pack (in a file called the Pack Administration File) 
whenever a surface check is performed. If this file cannot be 
found on the pack then FASTCHEK automatically performs a surface 
check. Thus initialising a pack without a surface check is a 
fast and secure method for clearing all data files from the pack. 


The rename function is used to change the name of a pack. The 
pack must have been previously initialized. 


The check function is used to check the integrity of the pack 
after a system failure. The integrity of the pack is assured 
provided that all defective sectors are known, the directory 
contains valid information, the bit map accurately refects all 
unused sectors, all data files can be accessed, and no files 
share common sectors. Thus the integrity check can be divided 
into three phases, a basic check of the volume descriptor and the 
directory, a check of the file accessing paths and the file 
allocation, and a surface check of the pack. It will be apparent 
that whereas the directory check only takes a short time, a _ file 
check requires more time and a surface check even longer. 


The integrity checking hierarchy is thus as follows: 
~ surface check then directory and file check 
- directory and file check 


- directory check 


Since it is obviously time wasting to perform more checking than 
is actually required FASTCHEK allows the user to specify a given 
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level of checking but will automatically perform more if found 
necessary. Thus the check function can be performed in four 
modes as follows: 


- surface check then directory and file check 

- directory and file check without prior surface checx but 
surface check if found necessary 

- directory check withcut file check but file check (and 
surface check) if necesary 

- directory check only. 


In FASTCHEK’s terminology these modes are known as’ READCHECK, 
NOREADCHECK, CLOSE, and CLOSEONLY respectively. 


Hence in normal circumstances it is most efficient to use the 
third mode, CLOSE, and rely on FASTCHEK to perform more extensive 
checking only if it is required. The fourth mode, CLOSEONLY, is 
used only in special aprlications where the user wishes to 
restore the integrity of the pack ina very short time if this is 
possible, but if it is not (because a file or surface check is 
required), he will use an alternate recovery stategy by, for 
example, switching to another system. 


1-3 GENERAL FEATURES 


FASTCHEK supports all disc devices currently supported by the 
operating system. It uses a highly efficient surface checking 
algorithm and an optimised file allocation checking technique. 
A full check of a 256 MB disc requires only approximately 7 
minutes and only some two minutes if no surface check is required 
(provided sufficent memory is available). Smaller discs require 
correspondingly smaller times. 


FASTCHEK is simple to use due to the provision of extensive 
defaulting of parameters and the automatic fallback to more 
extensive checking modes when required. 


Commands can be entered either interactively (in response to a 
series of prompts), from a command file, or as start options. 
The interactive method is most convenient for inexperienced or 
occasional users. 


FASTCHEK also provides the following options: 

- an EXTENDALLOWED opticn to recover as much data as possible 
when performing the check function 

- a WRITERECOVERY option to recaver sectors which appear 
defective because of an erroneous Cyclic Redundancy Check 

~ a REPORTONLY option to prevent any updating during the check 
operation and only report on the integrity of the pack 

-~ a KEEPSPOOL option to retain all spool files during a check 
operation 
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FASTCHEK creates and maintains a Pack Administration File named 
PACKINFO.DIR/O. This file contains a list of defective sectors 
on the pack and a record of the administrative history of the 
pack (ieee when it was last checked, renamed, etc). 


1-4 REQUIREMENTS 
FASTCHEK requires a minimum of 4OKB of user memory (32KB Pure, 
8KB Impure) but will execute faster if more is available. 


1.5 FILE TYPES 


This revision of FASTCHEK introduces two new file types: 


e Nonbuffered indexed (NB) files 


e Extendable contiguous (EC) files 


Both new file types are supported on all devices supported by 
OS/32 disc driverse The attributes supported for both file types 
are: read, write, test and set, binary, wait, random, formatted, 
ASCII, unconditional proceed, image, rewind, backspace record, 
write filemark, forward space file, and backspace filemark.e For 
details of these file types, see the 0S/32 Application Level 
Programmer Reference Manual. 
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CHAPTER 2 
GETTING STARTED 


2.1 WHEN TO RUN FASTCHEK 


FASTCHEK must be runs: 


® 


- to initialize a newly fcrmatted pack before attempting to use 
it 


- to check the integrity of a pack after a system failure which 
occurred while the pack was marked on as unprotected 


- to check the integrity of a pack on which the operating 
system has detected an error or lagical inconsistency and has 
thus outfut one of the fcllowing messages: 

BIT MAP ERRCR CN voln: MARK OFF AND CHECK 
I/O ERROR ON voln: MARK OFF AND CHECK 


-~ to check the integrity cf a pack which, when marked on, 
esults in one of the following messages: 


NOFF-ERR ~ MOTE! Drive must wet, be matked on tworder 
PRI-DIR READ ERR #ORUN (a steh echc- ey SYSTEON gous 
dawn with drives resides: AAs 
FASTCHEK should be run: 


- to check the integrity of a pack which, when marked on, 
results in one of the following messages: 


SEC-DIR READ ERR 
SEC-DIR WRIT ERR 


- to check the integrity of a pack when a task detects one of 
the following errors while accessing a file on the pack: 


Unrecoverable error (status code X'84') 
End of Medium error (status code X‘'90') when reading 
from an Indexed file 
FASTCHEK can be used: 


- to rename (i.e. change the name of) a pack 


- to clear all existing files from a pack 
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Users who do not have the time or inclination to study this 
Manual can safely run FASTCHEK using the following START 
commands: 
START ,INIT=disc:,VOL=name 
to initialize the pack on drive “disc:" and 
set its volume name to “name" 


START ,CHECK=disc: 


to check the integrity of the pack on drive "disc:" 


START ,RENAME=disc:,VOL=name 
to rename the pack on drive “disc:" to “name" 
However, it is strongly recommended that this manual be read _ so 
that the user understands the full range of options available. 
NOTE 
If the disc drive or controller hardware is suspected to be 
faulty, do not run FASTCHEK to check the integrity of the pack 
unless the REPORTONLY option is used. FASTCHEK might delete 


valid data from the pack because of errors due to faulty 
hardwaree 


2-2 LOADING FASTCHEK 


2e2e1 Loading FASTCHEK from the System Console 


This command loads FASTCHEK from the system console. 


Formats: 


LOAD taskid , fd , segsize increment 


Parameters: 


taskid is a 1- to 8-character alphanumeric string 
specifying the name of the task after it is 
loaded into a foreground segment in main 
storage. 
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fd is the file descriptor of the device or file 
containing the task image load module of 
FASTCHEK. If this parameter is omitted, the 
default is “taskid.TSK". 


segsize is a decimal number in kb specifying the 
increment additional main memory workspace to be added 
to the module's impure segment. This value, 
if given, overrides the "“WORK=n" option which 
may have been specified when the task was 
linked. 
NOTE 


FASTCHEK will generally execute faster if it 
is allocated more memory. For information on 
the choice of optimum segment size increment 
see Chapter 4. 

2e2e2 Loading FASTCHEK from an MIM Terminal 

This command loads FASTCHEK from an MIM terminal. (Note that 

because packs can only be marked on and off from the system 


console, FASTCHEK is not nermally run from an MIM terminal 
although there is no operational reason why it cannot be.) 


Formats: 
LOAD fd ,segsize increment 


Parameters: 


fd — is the file descriptor of the device or file 
which contains the task image load module of 
FASTCHEK. 

segsize is a decimal number in kb specifying the 

increment additional main memory workspace to be added 


to the module's impure segment. This valve, 
if given, overrides the "WORK=n" option which 
may have been specified when the task was 
linked. 

NOTE 


FASTCHEK will generally execute faster if it 
is allccated more memorye For information on 
the choice of optimum segment size increment 
see Chapter 4. 
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2e3 STARTING FASTCHEK 


After FASTCHEK has been loaded, the START command may be used to 
begin execution of the programe The disk must be marked off, and 
Fastchek must be made the current task. The format of the START 
command is identical in both the 0S/32 System Console and  MTM 
environments. 


The START command which should be used for FASTCHEK, has’ the 
general format: 


START {,param1 [,param2 [.eel,paramn]...]]] 


Depending on the parameters used in the START command, FASTCHEK 
Will commence operation in one of three possible command entry 
modes: interactive, batch or immediate. 

Note once FASTCHEK has validated all commands and is about to 
commence the requested operation, then, if the commands have been 
entered other than via the system console, the following message 
is logged to the console: 

OS/32 FASTCHEK Rnn-nn <function> disc: STARTING 


where <function> is one of INITIALIZE, CHECK, or RENAME. 
2e3e1 Starting FASTCHEK in Interactive Mode 
This command is used to start FASTCHEK in Interactive Mode so 


that the FASTCHEK commands can be entered in a conversational 
mannere 


Format: 


START [COMMAND [=] [fidev:] [,LIST [=] [£41] 


Parameters: 

COMMAND= idev: specifies the input device from which 
commands are to be entered and must be an 
interactive device. If this parameter is 
omitted or idev: is omitted, the default is 
the command entry device CON:. Note that 


throughout this manual all references to the 
device name CON: in fact refer to the name of 
the system console if this is other than CON:. 
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LIST= fd specifies the output device or file to 
which all listing information is to be output. 
If this parameter is omitted or fd is omitted, 
the list device may be specified during the 
interactive command input phase. 


Functional Details: 


When started in interactive mode, FASTCHEK carries on a question 
(i.e. a prompt) and answer dialogue with the user. Interactive 
mode is most suited to inexperienced and/or infrequent users of 
FASTCHEK. A detailed explanation of the interactive mode 
prompts, and their possible answers, may be found in Chapter 3 of 
this manual. 


After FASTCHEK is started, this message is displayed: 


COS/32 FASTCHEK Rnn-nn 


where nn-nn gives the revision and update level of FASTCHEK. fhe 
first prompt message for the dialogue is then displayed. 


Examples: 


SIART 


(implies that the system console or MTM terminal 
is to be used as the command device) 


ST ,LI=PR:, C=CRT1: 
ST ,LIST FASTCHEK.LST 
2232-2 Starting FASTCHEK in Ratch Mode 
This command is used to start FASTCHEK in Batch Mode so that the 


FASTCHEK commands are read from a file or device. These commands 
are fully described in Chapter 3. 


Format: 


START ,COMMAND [=] fd1 [,LIST [=] (£42]] 


48-064 FOO ROO 2-5 


Parameters: 


COMMAND= fd1 specifies the input file or 
non-interactive device from which commands are 
to be read. 


LIST= fd2 specifies the output device or file to 
which all listing information is to be output. 
If this parameter is omitted or fd2 is 


omitted, the list device may be specified 
(using the LIST command) by one of the 
commands read from the batch file. If this 
parameter is omitted from both the START 
command and the Batch command file then PR: 
is used as the default list device. If the 
assignment to PR: fails then CON: is used as 
the secondary default. 


Functional Details: 


When started in batch mode, FASTCHEK reads commmands from the 
specified command file or device. These commands are documented 
in Chapter 3. 
After FASTCHEK is started, this message is displayed: 

OS/32 FASTCHEK Rnn-nn 


where nn-nn gives the revision and update level of FASTCHEK. 
Commands are then read from the batch file or device. 


Examples: 


START ,COMMAND=SCRT: FASTCHEK.CMD 


ST ,LI=PR:, C=CER: 


(where CR: is a card reader) 
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2-323 Starting FASTCHEK in Immediate Mode 

This command starts FASTCHEK in Immediate Mode. This mode is 
identical to batch mode (in that the commands to FASTCHEK are 
identical), except that ne command device is specified. All the 
commands required by FASTCHEK must be passed to FASTCHEK as 
arguments of the START command. 


Format: 


START ,cmd1, cmd2 [, cmd3 [, cmd 4 eeeee J] 


Parameters: 


cmd1, cmd2, etc are the FASTCHECK commands. These are 
discussed in Chapter 3. 


Functional Details: 


In Immediate Mode aLL commands to FASTCHEK must be passed via the 
START command. It is not feossible to pass some commands’ to 
FASTCHEK via the START command and the remainder from a command 
file. Thus for example, the following START command will be 
rejected: 
START ,CHECK DSC2:,COMMAND=SCRT:FASTCHEK.CMD 

Immediate mode is best used when the number of commands to 
FASTCHEK can be fitted into the START command. If the required 
commands cannot be fitted into the START command then batch mode 
must be used. 


After FASTCHEK is started, this message is displayed: 


CS/32 FASTCHEK Rnn-nn 


where nn-nn gives the revision and update level of FASTCHEK. The 
commands passed in the START command are then processed. 


Examples: 


START ,INIT DSC1:,VOL=SCRT,READCHECK,WRITEREC 
ST ,CHECK=DSC4:,LIST FRIN: 


ST ,RENAME DSC2:,V=GA04 
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2e4 STOPPING FASTCHEK 


Once FASTCHEK has’ processed all its initial commands, it 
commences operation. If the user desires to halt FASTCHEK after 
it has begun execution, he may use the SEND command of 0OS/32 to 
direct a message to FASTCHEK. The two messages which FASTCHEK 
will recognize are STOP and PAUSE. 


Note that if FASTCHEK is pbeing executed outside the MTM 
environment then it must be selected as the current task by the 
OS/32 TASK command before the SEND command is entered. 


204.21 SEND STOP 


This command instructs FASTCHEK to terminate in an orderly 
mannere Note that if some operation has been started then the 
SEND STOP command will not leave the pack in its original state. 
Thus if an Initialize operation is mistakenly started on the 
wrong pack, then using SEND STOP will not prevent the destruction 
of the data on the packe 


Formats 
SEND STOP 
Functional Details: 


This command, when received by FASTCHEK instructs the program to 
make an “orderly" shutdown. To effect its shutdown, FASTCHEK 
will wait for any outstanding I/O operations to complete, close 
any open logical units, and delete any workfiles currently being 
usede 


Regardless of the initial command mode (ieee, interactive, batch 
or immediate), reception of the SEND STOP command will cause 
FASTCHEK to terminate. 

Note that the use of this command is preferred to simply 
cancelling FASTCHEK because it results in a more orderly 
shutdowne 


204.22 SEND PAUSE 


This command is used to instruct FASTCHEK to pause so that the 
operator can perform some required action. 
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Functional Details: 


When this command is received by FASTCHEK, the program 


will 


pause. FASTCHEK can then be continued by using the 0S/32 


CONTINUE command. 


The SEND PAUSE facility is normally used in conjunction with 
Journal feature (see Appendix H). 
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CHAPTER 3 
COMMAND ENTRY 


3.1 INTRODUCTION 


Certain commands must be given ta FASTCHEK to specify the 
function to be performed, the mode of that function, and any 
required options. As discussed in Chapter 2, these commands can 
be entered either interactively in response to ae series of 
prompts, or from a file or input device, or as part of the 
Operating System START command. 


In this chapter each command is described. Section 3.2 discusses 
the commands used in the Eatch and immediate modes of command 
entry, and section 3.3 describes the prompts and responses for 
interactive mode. 


3.2 BATCH AND IMMEDIATE MCDE COMMAND ENTRY 


These two methods of command entry are provided for experienced 
users who are familiar with the command syntax. Batch mode entry 
is used either when the number of options to be selected is too 
great to be entered as part of the Operating System START 
command, or when it is convenient to set up a fixed command file 
which will be used repeatedly. 


When commands are entered as arguments to the Operating System 
START command each command iS separated by a comma. (Note 
however that some commands may have multiple parameters separated 
by commas but these are enclosed in parentheses.) When commands 
are entered from a batch file each line (or more correctly 
record) read from the file can contain multiple commands and 
these can be separated either by commas or semi-colons. 


Null commands are allowed and are ignored. That is a START 
command of the forn 


ST ,arg1,arg2,/,,arg6 


is valid. Similarly a line read from the batch file can validly 
have the format 


cmd1,cmd233;3:cmd3,,cmd4;,cmd& 
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In general blanks are ignored. That is a command may be preceded 
or followed by blanks and the following are all equivalent: 


cmd1,cmd2,cmd3 
cmd ’ cmd2 + cmd3 
cmd, cmd2, cmd3 

In addition many of the commands have the form 

KEYWORD = value 
In these cases any blanks preceding or following the equal sign 
are ignored and the equal sign is not necessary if at least one 
blank serarates the keyword from the value. Thus the following 
formats are all valid and equivalent: 

KEYWORD value 

KEYWORD=value 

KEYWORD =value 

KEYWORD = value 

KEYWORD= value 


In addition, where the value itself has some default setting, the 
following formats are all valid and equivalent: 


KEYWORD 

KEYWCRD= 

KEYWORD = 

KEYWORD=default 
Comments can be entered by preceding the comment by an asterisk. 
The comment is taken to extend to the end of command line. Thus 
for examrle in the line 

cmdi1,cmd2,* SET OPTIONS 1, 2 AS REQUIRED 
all characters to the right of the asterisk are taken to be a 
comment even though the comment may contain commas or 
semi-colons. This means that on a given line no command will be 
recognized if it follows a comment since it will be taken to be 


Part of the comment. 


A line read from a batch file may be terminated by a carriage 
return charactere 
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The batch file is read until one of the following conditions is 
encountered: 


~ End of File status (X‘88°') is returned 

- End of Medium status (X'90') is returned 

-~ the command ‘END’ is recognized 
(Note that any commands following the END command on the line 
containing it will not ke processed.) 

- an erroneous command is detected 


The individual commands are described in the following sections. 
Note that they are ordered logically rather than alphabetically. 


The commands can be divided into three classes: those which 
specify the function to be rerformed; those which set the mode of 
the function; and those which set options and values. Only 
certain combinations of commands are allowed - for example it is 
not valid to specify more than one function or mode. When all 
commands have been entered and individually validated a 
consistency check is performed before initiating the requested 
operation. 
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The following table shows which commands are allowed for each 
possible function and modee An "M" indicates that the command is 
Mandatory, an "O" that it is optional, and a blank that it is 
invalid. 


eee Se eee SE ee enn Se ces ce eee ere ees eee eee mee cee case ee werner eres cee me mmr eee ee we ws ee ee ee re we ee sw ee ee ere ce ee ee ee ee ee ee ee re ee ee ee ee wee oe ee 
ee oe Oe ee ee eee et ee ee a ee ee ee SS A a ee Sa a SS ee Se eS ES RS AE OD eee ES eS Se See SD Seem SS came Se ae Sees ee ee a Ge ee ote OD ee wee Oe ee Oe ee 


| {INIT | INIT {INIT |CHECK|CHECK|CHECK|CHECK| RE- 


| 

| COMMANDS [READ [NORD |FILL |READ |NORD |CLOSE|CLOSE|NAME | 
| | CHECK | CHECK | | CHECK | CHECK | [ONLY | l 
Saas ssssssssses | sssss | -=ses | sss | =S=Ss= | ===] == === | == === | =====| 
[INITIALIZE i Kw ot Mw | Mf l l l l l 
| --------------- | ----= | ----= | ----= | ----= [== === [----= [----- 1 ----- | 
| CHECK | | 1; M | M | HM | Mf | 
| --------------- | ----= | === == [---"= | --2-= |---| -o oo | oo === 
| RENAME | | | | | | | ;} MI 
~--=-=2-------- eee eee eed eed ed ee eee ome 
| READCHECK ; ¥ | | | mw | | | | | 
~==-=---------- | ----- | ----- [---"- | --2-= |--22= | -- 22 o-oo 
| NOREADCHECK | | M | | | M | | | | 
| --------------- | ----- | ----- | --=-- | ----- [=== = [=== == | ----- === 
| FILL | | ; MI | | | | | 
|--------------- | -- === | ----- | ----= | ---"- |--- 2 [= 2-= | ----= |---| 
| CLOSE | | { | | | Mu | | | 
| --------------- | -- === | ----= [--2-= [----= [----= [oo - == [--2-- [=== == | 
| CLOSEONLY | | l | l | 1 ow | l 
== === ==-------|----- | ----- | ----- |----- | ----- | ----- [----= | ----= | 
[EXTENDALLOWED | l iofoto 4 l l 
~====--------~- | ----- | ----- |----- | --=-- | --=-- [----- |----- |---| 
| KEEPSPOOL | | | | 0 | 0 | 0 | | | 
~===----------- | ----- | ----- | ----- | ----- |----- [----- |----- |---| 
| REPORTONLY | | | ! o | O | O | Of | 
== <= ==---~----- | ----- | ----- | --="- | --2-- |e e = |e -= feo Feo 
|WRITERECOVERY | O | O | it of of o | l 
== == ==-==------ | ----- | --=-- | ----- | --=-- |----- [----- [----- |---| 
[NOWRITERECOVERY| O [| O | PO oN! 3G: eee oa | 
| --------------- | -==~= | ----= [---" | ==" == |---| === | oo = 
| BLOCKS 1 o | of oO | | ! ! | | 
~-=------------ | ----- | ----= [----- | ----- [----- [----- [----- |----- | 
| DIRECTORY lo} of o | l l l l 
| --------------- | ----- | ----- | ----- |----- |-----|-----|----- |-----| 
| VOLUME } M | MN | HM | | | } «| 


Note also that the commands WRITERECOVERY and NOWRITERECOVERY are 
mutually exclusive as are BLOCKS and DIRECTORY. 


Note that any error messages generated while the commands are 
being processed are logged to the system console (or MTM 
terminal) and not to the list device. These messages are fully 
documented in Chapter 5 but in general consist of a plain 
language message followed by the erroneous command line with an 
indication of the error position. 
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INITIALIZE 
3.2.1 INITIALIZE 


The INITIALIZE command is used to select the Initialize function 
and also to specify the disc device containing the pack to be 
initialized. 


Formats: 


INITIALIZE [=] devn: 


INITIALISE [=] devn: 


Parameters: 


devns is the device name of the disc drive 
containing the pack to be initialized. 


Functional Details: 


The pack on the specified drive will be initialized in the 
selected mode (FILL, READCHECK, or NOREADCHECK). Note that if no 
mode is specified then NOREADCHECK is used as the default. The 
Volume Descrigtor, Bit Mar, and Directory will be initialized and 
written. The Pack Admisistration file will be created in the 
FILL or READCHECK modes and will be updated in the NOREADCHECK 
mode. Automatic mode switching from NOREADCHECK to READCHECK 
will occur if the Pack Administration file does not exist or is 
invalid. For further details see Charter 4. 


The specified device must be currently ready, not write 
protected, and marked off. 


NOTE 


It should be noted that if a pack is to be initialized in order 
to clear all currently existing files from the pack, it is most 
efficient to use the NOREADCHECK mode. This mode is also 
preferred because it preserves the Pack Administration file. 
Moreover, if the user wishes to both initialize a pack and also 
to perform a surface check, and the pack currently contains a 
Pack Administration file, then this is best done by first 
initialising the pack in NOREADCHECK mode and then checking it in 
READCHECK mode since this will preserve the Pack Administration 
file. 
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INITIALIZE 


Exanples: 


INIT DSCi: 
INITIALIZE FLP3: 


INIT=D5FX:s 
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CHECK 
3.2262 CHECK 
The CHECK command is used te select the Check function and also 
to specify the disc device containing the pack to be checked. 
Formats: 
CHECK [=] devn: 


Parameters: 


devns is the device name of the disc drive 
containing the pack to be checked. 


Functional Details: 


An integrity check will be performed on the the pack mounted on 
the specified drive. The extent of the checking performed is 
determined by the mode selected (READCHECK, NOREADCHECK, CLOSE, 
or CLOSEONLY). Note that if no mode is specified then the 
default is CLOSE. The Volume Descriptor and Directory are always 
checked. NOREADCHECK forces a check of the file allocation and 
access paths and READCHECK causes a surface check to be performed 
as well as the file check. Mode switching from CLOSE to 
NOREADCHECK to READCHECK will occur automatically if found 
necessary but no mode switch will occur if CLOSEONLY is selected. 


Further operational details can be found in Chapter 4. 
The epecified device must be currently ready and marked off. The 


drive must not be write protected unless the REPORTONLY option is 
used in which case it may be write protected if desired. 


Examples: 


GH DSC: 
CHECK FLP3: 


CHE=D5FX: 
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RENAME 


3.2-3 RENAME 
The RENAME command is used to select the Rename function and also 
to specify the disc device containing the pack to be renamed. 
Format: 

RENAME [=] devns 


Parameters: 


devn: is the device name of the disc drive 
containing the pack to be renamed. 


Functional Details: 


The pack on the specified drive will be renamed by changing the 
volume name in the Volume Descriptor to the specified name. Note 
that the Volume Descrirtor is checked to be valid (see section 
4.1.23) before effecting the rename. Note also that a warning 
message is output if an attempt is made to rename a pack to its 
current name. 

The specified device must be currently ready, not write 
protected, and marked off. 

Examples: 


REN DSC1: 
RENAME FLE3: 


KRENA=D5FX: 
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READCHECK 
322-4 READCHECK 
The READCHECK command. selects the mode in which either an 


Initialize or Check function is to be performed and specifies 
that a surface check of the pack is to be performed. 


Format: 

READCHECK 
Parameters: 

None. 
Functional Details: 


In an Initialize/Readcheck operation a surface check is performed 
and then the Bit Map is allocated and initialized, the Directory 
is allocated and initialized, and the Volume Descriptor is 
written. 


Similarly, in a Check/Readcheck operation, a surface check is 
performed before checking the Directory and the file allocation 
and access paths. 

During the surface check an attempt is made to read every sector 
on the packe If a given sector cannot be read it is taken to be 
defective and marked as allocated in the Bit Map. (See section 
3.2-12 for the effect of the WRITERECOQVERY option.) 

If the pack is being initialized then the Pack Administration 
file, PACKINFO.DIR will be created and initialized and used to 
record the defective sector addresses. 

If the pack is being checked and a valid Pack Administration file 


is present on the pack then the defective sector address data in 
this file is updated. 


Examples: 


READCHECK 
REA 


READCH 
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NOREADCHECK 
3.2.5 NOREADCHECK 
The NOREADCHECK command selects the mode in which either an 
Initialize or Check function is to be performed and specifies 


that no surface check is to be performed unless found to be 
required. 


Formats: 


NOREADCHECK 


Parameters: 


None. 


Functional Details: 


In an Initialize/Noreadcheck operation no surface check of the 
pack is performed provided that a valid Pack Administration file 
currently exists on the pack, otherwise the mode automatically 
switches to READCHECK and a surface check will be done. 


In a Check/Noreadcheck operation a full Directory and file 
integrity check is perfermed but no surface check is done 
provided that a valid Pack Administration file exists on the 


pack, otherwise the mode automatically switches to READCHECK and 
a surface check will be performed. 


Examples: 


NOREADCHECK 
NOREA 


NOREADCH 
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FILL 
3.2-€ FILL 


The FILL command selects the mode in which an Initialize function 
is to be performed. In an [Initialize/Fill operation the 
specified data pattern is written to every sector on the pack 
before carrying out a surface check and then initialising the 
pack. 


Format: 


FILL (=] (xxxxxxxx] 


Parameters: 


XXXXXXXX is a string of up to 8 hexadecimal digits to 
be used as the fill data pattern for each 
fullword in every sector on the pack. If less 
than 8 digits are specified then leading 


zeroes are assumed. If no data pattern is 
entered then a fill pattern of 00000000 is 
used. 


Functional Details: 


In an Initialize/Fill operation the pack is first filled with the 
specified data pattern. The operation then proceeds as for 
Initialize/Readcheck; that is, a surface check is performed, the 
Pack Administration file is created and used to record the 
defective sector addresses, the Bit Map is allocated and 
initialized, the Directory is allocated and initialized, and the 
Volume Descrirtor is written. 


Examples: 


FILL (data pattern set to 00000000) 
FIL = BDBDBDBD 


F = 5555 (data pattern set to 00005555) 
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CLOSE 


3.27 CLOSE 


The CLOSE command selects the mode in which the Check function is 
to be performed. In a Check/Close operation the integrity of the 
Directory is checked and any open files which can be safely 
closed are closed. 


Note that if no mode is specified for a Check operation then 
Check/Close is selected. 
Formats: 
CLOSE 
Parameters: 


None. 


Functional Details: 


In a Check/Close operation an integrity check of the Directory is 
performed. Any Contiguous file found to be open is closed and 
any Indexed file open cnly for read is closed. If any Indexed 
file is found to be open for write or the integrity check of the 
Directory fails then the NOREADCHECK mode is automatically 
selected and a Check/Noreadcheck operation is performed. 


The CLOSE mode is the preferred mode for the Check operation 
Since only the minimum required checking is performed. If 
however, the user knows that the pack contains Indexed files open 
for write, and thus that a mode switch to NOREADCHECK will occur, 


it is slightly more efficient to initiate the operation in 
NOREADCHECK mode. 


Examples: 


CLOSE 


CLO 
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CLOSEONLY 
3.2.8 CLOSEONLY 


The CLOSEONLY command selects the mode in which the Check 
function is to be performed. In a Check/Closeonly operation the 
integrity of the Directory is checked and any open files which 
can be safely closed are clcesed. 


Note that in contrast with CLOSE mode, no mode switch will occur 
if any files cannot be closed or the integrity check fails. 


Formats: 


CLOSEONLY 


Parameters: 
None. 
Functional Details: 


In a Check/Closeonly orferation an integrity check of the 
Directory is performed. Any Contiguous file found to be open is 
closed and any Indexed file open only for read is closed. 


If any Indexed file is found to be open for write or the 
integrity check of the TLDirectory fails then the operation is 
terminated leaving the pack in a state in which it cannot be 
Marked On as unprotected. In this case a Check/Noreadcheck or 
Check/Readcheck operation must be performed before the pack can 
be returned to normal use. Note that if Temporary files are 
found, these will be deleted (irrespective of file type). 
However, the space allocated to these files is not released, and 
a warning message to this effect will be output if any Temporary 
files are deleted. This space may be reclaimed at a later time 
by using a Check/Noreadcheck operation. 


The CLCSEONLY mode should only be used in cases where it is 
imperative that the integrity of the pack be determined (and if 
possible restored) ina very Short time. Since, if further 
checking is required, the user cannot afford the necessary time 


but must perform some alternate recovery action, for example, by 
Switching to another system. 


Examples: 
" CLOSEONLY 


CLCSEO 
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EXTENDALLOWED 
32229 EXTENDALLOWED 


The EXTENDALLOWED command sets the option which allows Indexed 
files open for write to be extended as far as possible beyond 
their last known checkpoint when a Check/Readcheck or 
Check/Noreadcheck operation is being performed, 


Format: 


EXTENDALLOWED 


Parameters: 


Nonee 


Functional Details: 


If an indexed, nonbuffered indexed, or extendable contiguous file 
open for write is found during a Check/Readcheck Or 
Check/Noreadcheck operation, it will be closed. If the 
EXTENDALLOWED option has been set and the file is found to extend 
beyond the last checkpoint (ieee, the file has been written to 
Since it was previously closed or checkpointed), then, instead of 
being closed at the last checkpoint, it will be closed and 
checkpointed to include aS many extra records as can safely be 
recoverede This means that the file is extended up to and 
including the last record completely contained by the second last 
nonzero data block pointer in the last checkpointed index block. 
In practice, this means that no extension is possible for a file 
which has never been checkpointed or closed. 


The EXTENDALLOWED option is only valid if a Check function is to 
be performed. The option can be set for the READCHECK, 
NOREADCHECK, and CLOSE modes, but not for the CLOSEONLY mode. 
Note that specifying EXTENDALLOWED for a Check/Close operation 


has no effect unless a mode switch to NOREADCHECK or READCHECK 
OCCULS. Then any indexed files open for write will be extended. 


Examples: 


EXT 
EXTENDALLOWED 


EXTEND 


3-14 48-064 FO1 ROO 


KEEPSPOOL 
3.2.10 KEEPSPOOL 
The KEEPSPCOL command sets the option which allows aged Spool 


files to be retained and not deleted when a Check operation is 
being performed. 


Formats: 


KEEPSPOOL 


Parameters: 


None. 


Functional Details: 


When a Check operation is being performed, any spool file whose 
Date Last Written is such that the file is older than 24 hours is 
normally deleted. The KEEPSPOOL option specifies that all 
(closed) spool files are to be retained irrespective of age. 


The KEFPSPOOL option is only valid if a Check function is to be 
performed. The option can be set for the READCHECK, NOREADCHECK, 
and CLOSE modes, but not for the CLOSECNLY mode. Note that 
specifying KEEPSPOOL for a Check/Close operation has no effect 


unless a mode switch to NOREADCHECK or READCHECK occurs since 
aged spool files are not deleted in CLOSE mode. 


Examples: 


K 
KEEPSPOOL 


KEEP 
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REPORTONLY 
3.2211 REPORTONLY 


The REPORTONLY command sets the option which prevents any writing 
to a pack on which a Check function is being performed. That is, 
the integrity of the pack is checked and all problems are 
reported but no attempt is made to correct then. 


Format: 

REPORTONLY 
Parameters: 

Nonee 
Functional Details: 


If the REPORTONLY option is specified for a Check function (in 
any mode) the processing normally carried out is performed except 
that the pack is never written to. Thus any corrective action 
which would normally be taken is not performed, but a full report 
of any problems is given. 


The REPORTONLY option is intended for a user who wishes (and has 
the necessary skill) to attempt to correct a problem by himself 
(and thus possikly recover some data which would otherwise be 
lost). As an aid to this type of user, FASTCHEK generates more 
extensive diagnostic information (than produced when REPORTONLY 
is not specified) when a problem is found (see section 4.1.2.5). 


The REPORTONLY option should also be used if a hardware failure 
is suspected in order to prevent files from being deleted purely 
because of errors associated with the hardware failure. 


Since the pack is never written to if REPORTONLY is in effect, 
FASTCHEK can be run with the disc drive write protected. 


It should be noted that, if NOREADCHECK or READCHECK mode is 
specified, the REPORTONLY option requires that a duplicate copy 
of the Bit Map be constructed (because the one on the pack cannot 
be updated). The copy can be built either in memory or on a 
temporary file. Thus the REPORTONLY option can only be used if 
either sufficient memory or a temporary file of the required size 
is available. (See also section 4.1.2.5). 


If the REPORTONLY option is used in order to check which files 
will be deleted (when the program is run without REPORTONLY 
specified), then it is critical that the same segment size 
increment is used when loading the programe This is because the 
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REPORTONLY 
order of performing certain operations may change as a function 
of the available memory. 


Examples: 


REP 
REPORTONLY 


REPORT 
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WRITERECOVERY 
322212 WRITERECOVERY and NOWRITERECOVERY 


The WRITERECOVERY and NOWRITERECOVERY commands control the option 
setting that allows the attempted recovery of sectors (by 
rewriting them) which, during the surface check, are found to 
have a Cyclic Redundancy Check (CRC) error. 


Note that NOWRITERECOVERY must be explicitly specified if this 
option is not required since WRITERECOVERY is the default. 


Format: 


WRITERECOVERY 


NOWRITERECOVERY 


Parameters: 


Nonee 


Functional Details: 


If the NOWRITERECOVERY command is entered then any sectors found 
to have a CRC error during the surface check operation will be 
counted as defective. If WRITERECOVERY is specified (or 
defaulted) then these sectors are written and then read again. 
If the read error persists, the sector is counted as defective, 
otherwise it is assumed to be good. Note that the data rewritten 
to the sector is the same as that initially read from it. This 
allows the data content of the sector to be preserved, if at all 
possible. 


It should be noted that most CRC errors are caused by a fault 
(eege, power failure) occurring while data ia actually being 
Written to the sSectore 


The WRITERECOVERY option may only be specified for a Check 
function in any mode other than CLOSEONLY, or an Initialize 
function in any mode other than FILLe It should be noted that if 
the mode is other than READCHECK, setting the WRITERECOVERY 
option will have no effect unless a mode switch to READCHECK 
OCCULSe In addition, the WRITERECOVERY option is not allowed if 
Initialize/Fill is specified because the prefill action corrects 
any CRC errors which would be recoverable using the WRITERECOVERY 
option. 
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WRITER ECOVERY 


Examples: 


WR 
WRITERECOVERY 
WRITEREC 

NOWR 

NOWRIT 


NOWRITERECOVERY 


48-064 FOO ROO 3=19 


BLOCKS and DIRECTORY 


3.2.13 BLOCKS and DIRECTORY 

The BLOCKS and DIRECTORY commands are used to set the size and 
position of the Directory allocated during the Initialize 
operation. The two commands are equivalent except that they set 
the Directory size in terms of blocks and files respectively. 
Only one of the two may be used and iff neither is entered default 
values are used. 


Formats: 


BLOCKS [=] (bbb] [/[ccc]] 


DIRECTORY [=] [fff] (/fccc]] 


Parameters: 


bbb gives the required size of the Directory in 
terms of the decimal number of directory 
blocks. 

ccc gives the decimal number of the cylinder on 


which the Directory is to start (counting the 
first cylinder as zero). 


fff gives the required size of the Directory in 
terms of the decimal number of files it can 
contain. 


Functional Details: 


Each directory block occupies 1 sector and can contain up to. 5 
file entries. Thus the commands 


BLOCKS = 100/1 and DIRECTORY = 500/1 


are equivalent. If the size of the Directory is not specified 
then a default value appropriate to the type of pack being 
initialized is used. Selected examples are given in the table 
below. A full list is given in Appendix C. 


Disc Type Default Blocks Default Files 
256 MB 320 1600 

67 MB 128 640 

5 MB 24 120 
Floppy 1 5 
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BLOCKS and DIRECTORY 


If the starting cylinder number is not specified or is specified 
as zero, the Directory is located starting on cylinder 1 (i.e., 
the second cylinder). Cylinder zero is already partly allocated 
for the volume descriptor sector. 


If the area required by the Directory is found to contain 
defective sectors, the Directory is relocated to the next 
available error free area (of the required size) that starts on 
a track boundarye 


When the Directory is allocated, the successive directory blocks 
are not on successive sectors but are on each Nth sector where 
the value varies depending on the type of disc. Selected 
examples are given in the table below (see also Appendix C). 


Disc Type Block Sequencing 
256 MB every 32nd sector 
67 MB every 32nd sector 
5 MB every 6th sector 
Floppy every 2nd sector 


Thus, on a 256 MB pack, (which has 64 sectors per track) 
Successive blocks are allocated on sectors 0, 32, 1, 33, 2, 34, 
aweee 29, 61, 30, 62, 31, 63 and then on the same sectors on the 
next tracke This allocation technique optimizes’ the time 
required by the Operating System to scan the Directory. 


It should be noted that Since during initialization, the Pack 
Administration file is always created if it did not previously 
exist, the minimum Directory size is one block. If zero blocks 
are requested, one will be allocated. 

It is important to realize that although it is valid to request 
the allocation of a Directory which is smaller than is required 
for the number of files which will be allocated on the _ pack 
(since the Operating System will automatically extend the 
Directory), the Check function of FASTCHEK will execute 
considerably faster if the Directory is initialized to be large 
enough to hold all files to be placed on the pack. 


It will be apparent that, for a given type of pack, there is a 
*reasonable’ upper limit to the Directory size. The maximum 
allowed size for the Directory is taken to be one eighth (1/8) of 
the total pack size. This represents over 500,000 files on a 
256 MB packe 
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Examples: 


B = 300/100 
DIR = 1500/100 


BLOCK (implies 
DIRECTORY 
BLOC = / (implies 
DIRECT = / 
BLOCKS 100 (implies 


DIRECTORY 500 


BL /20 (implies 
DIR /20 

BLO = 0 (minumun 
DIRECT = 0O 


BLOCKS and DIRECTORY 


default values) 


default values) 


default start cylinder) 


default number of blocks) 


Directory allocation) 
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VOLUME 
322-214 VOLUME 


The VOLUME command specifies the volume Name of the pack and is 
mandatory for the Initialize or Rename function (and invalid for 
the Check function). 


Format: 
VOLUME [=] voln 
Parameters: 


voln is the volume namee 
Functional Details: 


The specified volume name can be any valid volume name. That is, 
it cannot be longer than 4 characters, cannot contain any 
imbedded blanks, the first character must be alphabetic, and the 
remaining characters, either numeric or alphabetic. Note that 
lower case letters are allowed but will be translated to upper 
CaSe@e 


It should be noted that it is unwise to use a volume name which 
is the same as one of the device names in the system (i.e., 
naming a pack DSC1 if one of the disc drives is called DSC1:) 
Since the Operating System will not allow this pack to be Marked 
One It is also unwise to use names which are the same as the 


keywords used in the Display Devices command (e.g., OFF) since 
this can lead to confusion. 


Examples: 


V SCRT 
VOL = work 


VOLUME=05832 
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LIST 
3.2.15 LIST 


The LIST command is used to specify the file or device to which 


messages are output. If this command is omitted then PR: is 
used as the default list device unless it cannot be assigned in 
which case CON: (or rather the device name of the system 


console) is assigned as the list device. 


Format: 


LIST [=] fd 


Parameters: 


fd is the file descriptor of the file or device 
to be used as the list device. 


Functional Details: 


The LIST command may be entered either as part of the Operating 
System START command or (if batch command entry is used) as one 
of the commands read from the batch file. However if batch 
command entry is used then the LIST command cannot be specified 
in both the START command and as one of the batch commands. 


If the file descriptor specifies a file and FASTCHEK is being 
executed in the MIM environment then the extension can be entered 
as either P, G, or S (or omitted in which case P is assumed). If 
FASTCHEK is being executed outside the MTM environment then the 
account number can be entered as a number (between O and 255 
inclusive) or omitted (indicating account 0). If P, G, or S is 
used then this will be taken to mean account 0. 


If a file is specified as the list device then it must currently 
existe Output to this file will be appended after any existing 
data. 


Note that nothing is output to the list device until all commands 
have been processed and validated. Thus if for example errors 
occurred while reading commands from ae batch file, then the 
resulting error messages would not be output to the list device 
but to the system console (or MTM terminal). 
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LIST 


Examples: 


L PR: 
LIST = D300: FBACK.LST/123 


LIS FBACK.LST/P 
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END 
3.2.16 END 


The END command is used to indicate the end of the commands being 
read from the batch command file or device. 


Formats: 


END 


Parameters: 


Nonee 


Functional Details: 


When this command is recognized no attempt is made to decode any 
remaining commands in the current command line and no further 
records are read from the batch command file or device. The 
program then performs a consistency check on the commands entered 
and if no errors are found, commences’ the execution of the 
requested function. 


Note that the END command is not valid if entered as part of the 
START command. 


Examples: 


END 


EN 
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3.3 INTERACTIVE COMMAND ENTRY 


This method of command entry is provided for inexperienced and 
occasional users who are not familiar with the various command 
keywords and Frarameters. 


The Interactive Command Entry mode is invoked when the program is 
started with an interactive device (i.e. a terminal) as _ the 
command device. That is, the START command has one of the 
tollowing formats: 


START ,COMMAND=idev: [,LIST=fd] 
START {,LIST=£d] 


where idevs is the device name of an interactive device and the 
seccnd format results in CON: being used as the interactive 
command device. 


When started in this mode FASTCHEK outputs a series of prompts 
requesting various parameters, values, or Yes/No responses. If 
the response to a given prompt is not valid an error message is 
outrut and then the promet is re-displayed so that a valid 
response can be entered. 


After all the questions have heen answered a message is output 
giving the selected function, itS mode, and any options. The 
user is then asked to comfirm that this data is satisfactory. A 
negative response causes the complete dialogue to begin again. 


The majority of the prompts will accept a carriage return as 
indicating that a default value is to be used. In these cases 
the default response is indicated in the prompt message by a 
number sign character (#). For example 


Mode (#NOReadcheck, REAdcheck, or Fill=xxxxxxxx) ? 


where NOREADCHECK is the default mode. Note that the default 
value can be explicitly selected if desired, that is, the 
response "NOREADCHECK" is valid in the above case. However, 
“#NCREADCHECK" or “#" are nct. 


The prompt also shows the minimum abbreviations of the allowed 
keyword responses in upper case with the remainder of the keyword 
in lower case (provided that the terminal being used supports 
lower case). 


The dialogue is conducted in such an order that mandatory 
(non-defaultable) parameters are requested first. Once these 


have been input the user can elect to default the remaining 
parameters by using the response 


1Go 


In this case the dialogue is terminated and the requested 
operation commences immediately thus bypassing the remaining 


48-064 FOO ROO 3-27 


questions and also the confirmation step. Note that the [G0 
response is not allowed until all the mandatory parameters have 
been obtained but once this has been done the !GO response can be 
given to any prompt thus defaulting the remainder. 


If the user wishes to change his respecnse to a previous prompt he 
can cause the complete dialcgue to be restarted by entering the 
response 


ITRESTART 
to any prompt. 


Two other special responses are recognized and can be input for 
any prompt. These are 


and 


The ! PAUSE response causes the program to be paused. When it is 
continued the current prompt message is redisplayed. The !STOP 
response causes the program to be terminated in an orderly 
fashion with end of task code 250. 


The following sections give the prompt messages used and the 
allowable responses. The first prompt requests the function to 
be performed. Since the dialogue varies depending on the 
selected function, separate sections are used to describe the 
conversation for each possible function. 


Note that in these sections the functional details of each 
response are not documented since they have been given in 
sections 3.2.1 through 3.2.15 and these should be consulted if 
any clarification is required. 
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Dialogue for Initialize 
3.3.1 Dialogue for the Initialize function 
The first prompt is 
Function CINITialize, CHeck, or REName) Devns: ? 
to which the response must be 
INITIALIZE [=] devns 


INITIALISE [=] devn: 


to select the Initialize function and devn: which is the device 
name of the drive containing the pack to be initialized. 


If the Initialize function is requested, the dialogue continues 
with the prompt 


Volume Name ? 
to which the response must have the form 
voln 
where voln is a valid volume name. 


The next prompt requests the mode in which the Initialization is 
to be performed. It is as follows: 


Mode (#NOReadcheck, REAdcheck or Fill=xxxxxxxx) ? 


If the default mode of NOREADCHECK is not to be used, then the 
response must be one of the following: 


NOREADCHECK 


READCHECK 


FILL (=) [(xxxxxxxx] 


where xxxxxxxx is a hexadecimal number of up to 8 digits. Note 
that default responses can be made to both the above and all 
remaining promptse Thus, the special response !G0O can be used to 
terminate the dialogue and commence execution. 


The Directory allocation information is then requested using the 
prompt 


Directory (#nnn Files / Cylinder #m) ? 
where nnn and m indicate the default allocation for the type of 
disc previously specified. If the default values are not to be 


used then the response should have the form 


(EEF) (7 lece} I 
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Dialogue for Initialize 


where fff is the decimal number of files which the Directory is 
to contain and ccc is the decimal cylinder number on which the 
Directory is to start.e 


If the NOREADCHECK or REACDCHECK mode was requested earlier then 
the prompt 


Attempt Write Recovery (#Yes or No) ? 


is output. A default (null) or YES response will enable the 
WRITERECOVERY option. A NO response will disable it. 


If the List device was not specified in the START command the 
following prompt is displayed: 


List Device (#PR:, d=idev: or FD) ? 


where idev: is the device name of the interactive terminal being 
used. The default (null) response will select PR: as the list 
device. A response of “d" will select the terminal being used as 
the list devicee Alternatively any required file or device can 
be selected by entering its file descriptor. Note that if a file 
is specified it must currently exist and that the listing 
information will be appended to any existing data in the file. 


At this point all required data has been entered and a message of 
the following form is outrut: 


{Fill with xxxxxxxx 3 
Initialize devn: Mode Seaaeeaen [with Writerecovery] ; 
iebecnaeiec: {with peinececcveen 
Volume voln Directory for nnn Files at Cylinder m Requested 
and this is followed by the rrompt 
OK to Run (Yes or No) ? 
If the response is NO then the complete dialogue is restarted. 


If the response is YES (or !G0) then execution commences. Note 
that no default response is allowed to this prompt. 
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Dialogue for Check 
3.3.2 Dialogue for the Check function 
The first promot is 
Function (INITialize, CHeck, or REName) Devn: ? 
to which the response must be 
CHECK [=] devn: 


to select the Check function and devn: is the device name of the 
drive containing the pack tec be checked. 


If the Check function is requested the dialogue continues with 
the promet 


Mode (#CLOse, CLOSEOnly, NOReadcheck or REAdcheck) ? 


If the default mode of CLOSE is not to be used then the response 
must be one of the following: 


CLOSE 


CLOSEONLY 


Note that default responses can be made to both the above and all 
remaining prompts. Thus the special response !GO can be used to 
terminate the dialogue and commence execution. 
If the requested mode was cther than CLOSEONLY then the required 
settings of the EXTENDALLCWED, WRITERECOVERY, and KEEPSPOOL 
options are solicited using the following prompts: 

Extend Indexed Files (#No or Yes) ? 

Attempt Write Recovery (#Yes or No) ? 

Keep Aged Spool Files (#Nc or Yes) ? 
In all cases a YES response will enable the option and a NO 


response will disable it. Default (null) responses will disable 
EXTENDALLOWED and KEEPSPOCL but enable WRITERECOVERY. 


Then, irrespective of the selected mode, the prompt 

Report Only (#No or Yes) ? 
is output. A default (null) or NO response will disable this 
option whereas a YES respcnse will enable the REPORTONLY option 


thus preventing any modification of the current state of the 
pack. 
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Dialogue for Check 


If the List device was not specified in the START command the 
following prompt is displayed: 


List Device (#PR:, ad=idev: or FD) ? 


where idev: is the device name of the interactive terminal being 
used. The default (null) response will select PR: as the list 
device. A response of "ad" will select the terminal being used as 
the list device. Alternatively any required file or device can 
be selected by entering its file descriptor. Note that if a file 
is specified it must currently exist and that the listing 
information will be appended to any existing data in the file. 


At this point all required data has been entered and a message of 
the following form is outrut: 


{Close t 
{ } 
Check devn: Mode ={Closeonly } 
{ 3 
{Noreadcheck} 
{ } 


{Readcheck } 
with [Writerecovery] [Extendallowed] [Keepspool] [Reportonly] 
and this is followed by the prompt 
OK to Run (Yes or No) ? 
If the response is NO then the complete dialogue is restarted. 


If the response is YES (or !G0) then execution commences. Note 
that no default response is allowed to this prompt. 
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Dialogue for Rename 
3.3.3 Dialogue for the Rename function 
The first prompt is 
Function (INITialize, CHeck, or REName) Devn: ? 
to which the response must be 
RENAME [=] devn: 


to select the Rename function and devn: is the device name of 
the drive containing the pack to be renamed. 


If the Rename function is requested the dialogue continues with 
the prompt 


Volume Name ? 
to which the response must have the form 
voln 
where voln is a valid volume name. 


If the List device was not specified in the START command the 
following prompt is displayed: 


List Device (#PR:, @=idevs: or FD) ? 


where idev: is the device name of the interactive terminal being 
usede The default (null) response will select PR: as the list 
device. (Note that the {GO response to this prompt will also 
select PR: as the list device.) A response of "ad" will select 
the terminal being used as the list devicee Alternatively any 
required file or device can be selected by entering its file 
descrirtcr. Note that if a file is specified it must currently 
exist and that the listing information will be appended to any 
existing data in the file. 


If the !GO response was not made to the above prompt a message of 
the following form is outputs: 


Rename devn: as voln 
and this is followed by the prompt 
OK to Run (Yes or No) ? 
If the response is NO then the complete dialogue is restarted. 


If the response is YES (or !G0O) then execution commences. Note 
that no default response is allowed to this prompt. 
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CHAPTER 4 
FASTCHEK OPERATION 


4.1 DESCRIPTICN OF OPERATION 


This section describes the operation of FASTCHEK. For the sake 
of simplicity each function (Initialize, Check, and Rename) is 
treated separately. Note that the Pack Administration file is 
discussed in detail in section 4.4. 


4.1.2.1 Initialize Function 


Certain actions are commen to all (Fill, Readcheck, and 
Noreadcheck) modes of Initialization. 


The first operation performed during an Initialization 
(irrespective of the mode) is a validity check of the Volume 
Descriptor. This check involves reading the Volume Descriptor; 


and then rewriting it with a volume name of "NULL", the Bit Map 
and Directory pointers set to zero, and the Volume On-line 
Attributes bit set. The sector is then re-read and the data read 
compared with that which was written. (Note that initially 
setting up the Volume Descriptor in this way ensures that the 
pack cannot be marked on if the Initialize function terminates 
abnermally, since a “DUPL-ERR"™ error will occur because the name 
of the pack cenflicts with that of the Null device.) If an error 
occurs while writing or re-reading the Volume Descriptor the 
standard I/O error message (see Chapter 5) is output followed by 


WHILE ACCESSING VOLUME LESCRIPTOR 


and then the program terminates with end of task code 10. If the 
data read back does not match that written the program will 
terminate with end of task code 31 after printing the message 


VOLUME DESCRIPTOR DATA VALIDATION ERROR 
IN FULLWCRD AT xx EXPECTED yyyyyyyy FOUND zzzzzzzz 


Any defective sectors are then located (either by a surface check 
or from the information in the Pack Administration file) and 
space for the Pack Administration file is either allocated (in 
the Fill and Readcheck modes) or determined (in Noreadcheck 
mode). 


The Directory is then allocated. Initially an attempt is made to 


allocate a directory starting on the first track of the requested 
cylinder. If this is not possible because the required area 
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contains defective sectors, then the starting address is 
incremented by one track at a time and further attempts are made. 
If the directory cannot be allocated the program terminates with 
end of task code 20 after printing the message 


INSUFFICIENT ERROR-FREE SPACE FOR DIRECTORY 


Note that no attempt is made to reposition the Directory at a 
location before the start cylinder specified by the user. Thus 
if the Directcry cannot be allocated, the user should rerun the 
program specifying either a smaller start cylinder number or a 
smaller directory. 


Once the Directory has been allocated it is initialized. The Bit 
Map is then allocated in the first error free area of the 
required size immediately following the Directory. If this 
cannot be done the program terminates with end of task code 21 
after printing the message 


INSUFFICIENT SPACE FOR BIT MAP 


Note that if this occurs and a relatively high start cylinder 
number was specified for the Directory, then the user should 
rerun the program specifying either a smaller starting cylinder 
number or a smaller directory. 


In general, if the program is unable to allocate either the Bit 
Map or the Directory, and the user has specified a low start 
cylinder number for the Directory, a hardware failure is 
indicated because there will be a large number of defective 
sectorse 


Once the Bit Map has been allocated it is initialized to reflect 
the allocation of the Directory, the Volume Descriptor, the Pack 
Administration file, the Bit Map itself, and any defective 
sectors. The Bit Map initialization is done by first clearing 
the complete Bit Map and then setting the required bits. Note 
that a check is made to ensure that the Bit Map can be read and 
actually contains all zeros. If a defective sector is detected 
then a mode switch to Readcheck will occur. However, if the data 
is successfully read but is not all zeros the program terminates 
with end of task code 30 after printing the message 


DATA VALIDATION ERROR IN FIT MAP AT SECTOR xxxxxx 
IN FULLWORD xx EXPECTING 00000000 FOUND zzzzzzzz 


If this occurs a hardware failure is indicated. 


A similar check is made while initializing the Directory. The 
actions are as for the Bit Map check except that the message 


DATA VALIDATION ERROR IN [CIRECTORY AT SECTOR xxxxxx 
IN FULLWORD yy EXPECTING 00000000 FOUND zzzzzzzz 


is printed. 
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The final step in the initialization is to write the Volume 
Descriptor containing the specified volume name and the addresses 
of the Directory and Bit Mape A copy of the Volume Descriptor is 
also written in the last sector of the pack. This might be 
useful when attempting to recover a pack whose Volume Descriptor 
was overwritten. 


The message 


PACK INITIALIZED - PREALLOCATED DIRECTORY AT xxxxxx, 
BIT MAP AT yyyyyy 


is then output to show that the Initialize operation is complete 
and to give the locations of the start of the Dircetory and Bit 
Mape 


4212121 Initialize/Fill Operation 


If the Fill mode is specified, then once the initial check of the 
Volume Descriptor has been performed, all other sectors on the 
pack are filled with the specified data pattern. This operation 
is optimized by using the largest possible buffer up to a maximum 
of one cylinder and ensuring that no write crosses a cylinder 
boundarye 


If a defective sector is encountered during the Fill operation, 
it will be included in the defective sector list even if it is 
not found during the surface check. (It is possible to have a 
sector that can be read but not written, in particular on an MSM 
type disc, because the read retry logic is more extensive.) 


When the Fill phase is complete, a surface check is performed. 
This is described in the next section. 


4e121-2 Initialize/Readcheck Operation 


If the Readcheck mode is specified, then once the initial check 
of the Volume Descriptor has been performed, a surface check is 
made on the remainder of the pack. This operation is optimized 
by using the largest possible buffer up to a maximum of one 
cylinder and ensuring that no read crosses a cylinder boundary. 
Note that if the pack being checked is a 2.5 MB or 5 MB fixed or 
removable pack, (i.ee, device codes 48 through 51 decimal) 
because of the characteristics of the controller used for these 
types of discs, it is necessary to read all sectors individually 
in order to locate all defective sectors. A leapfrog algorithm 
is used to optimize this process. Note that the same technique 
is required and is used for the Fill operation. 


Users who wish to monitor the progress of the surface check 


operation can do so by examining register. A, which will contain 
the current Sector address. 
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If an error occurs while reading a sector and the WRITERECOVERY 
option is set then the sector is written to in an attempt to 
correct a posSible Cyclic Redundancy Check error. The sector is 
then re-read. 


All sectors found to be defective are recorded ina defective 
sector list in memory. If a large number of defectives are found 
this list will be expanded at the expense of the read buffer. If 
so many defectives are found that no read buffer remains, the 
program will terminate with end of task code 22 after printing 
the message 


DEFECTIVE SECTOR LIST OVERFLOW AFTER nnnnnn FOUND 


Note that the defective sector addresses are printed as they are 
found and thus in the above case all those found will be 
displayed. The defective sector addresses are displayed using 
the message format 


DEFECTIVE SECTOR AT xxxxxx (CHS=ccc/hh/ss) <text> 


where xxxxxx is the hexadecimal secton address, ccc/hh/ss gives 
the equivalent hexadecimal cylinder, head and sector numbers, and 
<text> will be one of the fcllowing explanatory messages 


RECOVERED 
STATUS zzzz READING 
STATUS zzzz WRITING 


where the first indicates that the sector was recovered through 
the WRITERECOVERY option, and the others that the defective 
Sector was detected either during a read or write operation. 


If the program terminates tecause the defective sector list 
overflowed (or the program terminates normally but with an 
exceptionally large number cf defective sectors), then there is 
almost certainly an underlying hardware fault. Alternatively, 
the pack may have been formatted ona drive differently aligned 
to that being currently used. 


When the surface check is complete the number of defective 
sectors found is logged. Then, if a valid Pack Administration 
file previously existed cn the pack, the newly found defective 
sectors are compared with those fpreviously recorded. Any 
discrepancies are logged using messages of the form 


CURRENT/PREVIOUS DEFECTIVE SECTOR DISCREPANCIES 


XXXXxXx (CHS=ccc/hh/ss) NOW GOOD 
XXxXxXxXx (CHS=ccc/hh/sse) NOW DEFECTIVE 
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A large number of discrepancies should be taken as an indication 
of hardware failure. If there are no discrepancies the message 


wekekKkK NCNE ¥4ke* 


is displayed after the heading. 


The Pack Administration file is then created (since the required 
size is known from the number of defectives) and used to record 
the defective sector addresses. 


Initialization then continues as discussed earlier in section 
Pe ee 


4.12123 Initalize/Noreadcheck Operation 


If the Noreadcheck mode is specified, then once the initial check 
of the Volume Descriptor has been performed, a validity check of 
the Pack Administration file is made. This check is discussed in 
section 4.4. 


If the Pack Administraticn file is found to be valid then the 
defective sector addresses are read from the file. The defective 
sector data is then reported as follows 


monn DEFECTIVE SECTORS RECCRDED 
XXXXxXx (CHS=ccc/hh/ss) 
xx¥XxxXXX (CHS=ccc/hh/ss) 


The Initialization then proceeds as discussed in section 4.1.1. 
If the Pack Administraticn file does not exist or is invalid, an 
automatic switch to Readcheck mode occurs and the operation 
proceeds as discussed in section 4.1.12. 


4.122 Check Function 


All modes (Closeonly, Close, Noreadcheck, and Readcheck) of the 
Check function start with a validity check of the Volume 
Descriptor. This involves reading the Volume Descriptor, 
rewriting it with the Volume Attributes On-line bit set, and then 
reading it back and comparing the data read and written. If an 
error occurs on any of these operations, the standard I/0 error 
message (see Chapter 5) is output followed by the message 


WHILE ACCESSING VOLUME DESCRIPTOR 
and the program then terminates with end of task code 10. If the 
data read back does not match that written the program will 


terminate with end of task code 31 after printing the message 


VOLUME DESCRIPTOR DATA VALIDATION ERROR 
IN FULLWCRD xx EXPECTED yyyyyyyy FOUND zzzzzzzz 
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The contents of the Volume LesScriptor are then checked and if 
found to be invalid the program will terminate with end of task 
code 8 after printing 


VOLUME DESCRIPTOR ERROR 
followed by one of the messages below 
INVALID VOLUME NAME vvoollinn 
INVALICL DIRECTORY POINTER xxxxxxxx 
INVALID BIT MAP POINTER xxxxxxxx 
BIT MAP (AT xxxxxx TO xxxxxx) CVERLAPS DIRECTORY (CAT xxxxxx) 


where vvoollinn is the hexadecimal representation of the volume 
Mame and xxxxxx are hexadecimal addresses. Note that the 
Directory and Bit Map pointers are invalid if they are greater 
than the maximum sector address on the pack. In addition, the 
Bit Map pointer cannot be zero. 


The validity of the Pack Administration file is then checked (see 
section 4.4). If the file is invalid or does not exist, then if 
the initially selected mode is Noreadcheck or the program later 
Switches from Close to Noreadcheck, then Readcheck mode will be 
automatically selected since the defective sector information 
Cannot be read from the file but must be obtained from a surface 
check. 


After these initial checks are made, the Check function proceeds 
as discussed in the sections below. When the operation is 
complete the program will terminate with end of task code 0 if 
the pack can then be marked on aS unprotected and used normally 
and in this case the message 


CHECK COMPLETE - VOLUME vcln READY TO BE MARKED ON 


is logged. Note that in this case, if the last sector on the 
pack is not in use, then a duplicate copy of the Volume 
Descriptor is written to this sector. This may be used when 
attempting to recover a pack whose Volume Descriptor has been 
overwritten. 


If Closeonly mode was used and further checking is required then 
the program will terminate with end of task code 1 after printing 
the message 


eee CHECK/NOREADCHECK REQUIPED **** 
and in this case the Volume Attributes On-line bit will be left 
set so that the pack can only be marked on as protected and it 


will be necessary to run a Check/Noreadcheck or Check/Readcheck 
Operation before the pack can be returned to normal use. 
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If the Reportonly ortion was set and the program would otherwise 
terminate with end of task code 0, then it will terminate with 
end of task code 1 after printing the message 


wE*e OPTION REPORTONLY SET **** 
«**e* ACTION MESSAGES ARE ADVISORY ONLY **** 


4e1e2e1 Check/Readcheck Operation 


Once the initial checking described in section 4-1-2 hasS been 
carried out, a surface check is performed in the Same manner as 
described in section 4.1.1.2. 


The operation then proceeds as described in the following section 
except that if an unexpected defective sector is encountered, the 
program will terminate (with end of task code 10 after printing 
the appropriate I/O error message) instead of switching to the 
Readcheck mode (since the program is already in this mode). 


Yele2e2 Check/Noreadcheck Operation 


If no valid Pack Administration file exists, the mode 
automatically switches to Readcheck and the actions described in 
Section 4.1.2.1 are performede If the Pack Administration file 
is valid, the defective sector data read from it is reported as 
discussed in section 4.1.1.3. 


The Bit Map is then cleared and checked as described in section 
4.4.1 and the bits corresponding to the Volume Descriptor and the 
Bit Map itself are set. If a defective sector was found within 
the area occupied by the Bit Map, the message 


BIT MAP CONTAINS DEFECTIVE SECTOR AT xxxxxx 


is printed. Tf a new Bit Map can be built either in memory or on 
a Temporary file, this will be donee Otherwise, the program 
terminates with end of task code 5 after printing the message 


INSUFFICIENT WORKSPACE FOR DUPLICATE BIT MAP 


If this happens, the user has the option of rerunning the program 
With either sufficient memory to build an in memory Bit Map (see 
Appendix C) or sufficient contiguous file space available on the 
Temporary Volume. Alternatively, the pack can be backed up, 
re-~initialized and then restored. 


If workspace exists for the duplicate Bit Map when the file 
allocation check is complete, the new Bit Map will be scanned for 
a free area of the required size and the Bit Map will be copied 
into this areae If the required space cannot be found, the 
program will terminate with end of task code 21 after printing 
the message 
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INSUFFICIENT SPACE FOR BIT MAP 


At this point, the user must backup the pack, re-initialize it, 
and then restore it. 


The Directory entries are then checked. The Directory blocks are 
read on a track basis (thus obtaining multiple blocks per _ read) 
until the end of the preallocated portion of the Directory is 
detected, at which point the blocks are individually read. If an 
error occurs while reading a directory block (i.e., the Directory 
contains a defective sector) then the Directory is truncated at 
the previous block and the standard I/O error message (see 
Chapter 5) is printed followed by 


WHILE ACCESSING DIRECTORY 
DIRECTORY TRUNCATED TO nnnn BLOCKS AT SECTOR xxxxxx 


where nnnnn is the decimal number of what is now the last block, 
and xxxxxx is its hexadecimal sector address. If this occurs, 
all files which were contained in the truncated portion of the 
Directory will be lost. 
Each block is checked as follows: first, the five entries in the 
block are checked to ensure that each active entry is correct. 
That is, the file name is valid, the file type is valid (i-e., 
the file is either an indexed, nonbuffered indexed, contiguous or 
extendable contiguous file). Then if it is a contiguous’ file, 
the first and last sector addresses are valid; and if an Indexed 
file, the index and data block sizes are nonzero, and the first 
and last index block addresses are valide Failure of these 
checks will result in the following messages: 

INVALID FILE NAME £f£f£f£ff£fFffFfFfLLLLfL.ceeeee/act 

filenameeext/act - INVALID FILE TYPE x 

filename.ext/act - INVALID FIRST SECTOR ADDRESS xxxxxxxx 

filenameeext/act - INVALID LAST SECTOR ADDRESS xxxxxxxx 


filenameeext/act - LAST SECTOR ADDRESS xxxxxx LESS THAN 
FIRST xxxxxx 


filenameeext/act - INVALID INDEX BLOCK SIZE OF ZERO 
filenameeext/act - INVALID DATA BLOCK SIZE OF ZERO 
filename.eext/act - INVALID FIRST INDEX BLOCK ADDRESS xxxxxxxx 
filenameeext/act - INVALID LAST INDEX BLOCK ADDRESS xxxxxxxx 


filename.eext/act - FIRST INDEX BLOCK ADDRESS xxxxxxxx 
EQUALS LAST - SHOULD NOT 


filenameeext/act - FIRST INDEX BLOCK ADDRESS xxxxxxxx NOT 
EQUAL TO LAST xxxxxxxx 
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filenameeext/act - INVALID NUMBER OF LOGICAL RECORDS xxxxxxxx 


filename.ext/act - INVALID RECORD LENGTH nnnn OR NUMBER 
OF RECORDS nnnnnnn 


The message 
FILE filenameeext/act DELETED 


Will then be printed. Note that when an invalid filename is 
encountered the hexadecimal equivalent of the name is given by 


£fffffFLLLLLLLLL.eceeeee/act 


and in the file deleted message, unprintable characters are 
replaced by # characters. 


Once this check of the five entries has been made, the Forward 
Pointer to the next directory block is checkede If it is invalid 
or points to an already allocated sector, one of the following 
messages will be printed: 


DIRECTORY BLOCK AT xxxxxx HAS INVALID FORWARD POINTER xxxxxxxx 
DIRECTORY SECTOR AT xxxxxx CHAINS TO ALLOCATED SECTOR xxxxxx 


and the Directory is then truncated. If the current directory 
block was preallocated, the Directory is truncated at this block, 
otherwise it is truncated at the last non-preallocated block 
containing active entriese In either case the message 


DIRECTORY TRUNCATED TO nnnn BLOCKS AT SECTOR xxxxxx 


is printed. When the Check operation is completed, the Directory 
will be truncated, if necessary, to remove any trailing empty 
directory blocks from the non-preallocated portion of the 
Directorye This message is not displayed unless the REPORTONLY 
option is selected. 


The allocation and state of each of the files in the block is 
then checked. 


Contiguous files are processed as follows: the area occupied by 
the file (indicated by the first and last sector addresses) is 
checked to be used and, if so, is flagged as uSed in the Bit Map. 
Tf an allocation conflict is detected, one of the following 
messages will be printed: 
filename.ext/act - ALLOCATION CONFLICT AT SECTOR xxxxxx 
filenameeext/act CONTAINS DEFECTIVE SECTOR AT xxxxxx 


filenameeext/act CONTAINS RECOVERED DEFECTIVE SECTOR AT xxxxxx 
IN SECTOR nnnnnn OF FILE 


The first two messages are followed by 
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FILE filenameeext/act DELETED 
and the third by 
FILE filenameeext/act MAY CONTAIN ERRONEOUS DATA 
If the file is open for write, it will be closed and the message 


filenameeext/act OPEN FOR WRITE (COUNT xxxx) 
FILE filenameeext/act CLOSED - POSSIBLE LOST DATA 


is printed. If the file is open for read, it will be closed but 
no message will be generated. Finally, the current sector 
address within the directory entry is checked to be less than or 
equal to the size of the filee If not, it is reset to zero, and 
the message 

filename.ext/fact - INVALID CURRENT SECTOR ADDRESS xxxxxxx RESET 
is printede 
Nonbuffered indexed, extendable contiguous, and indexed files are 
processed as follows: if the file is open for write, it will be 
closed and the message 

filename.ext/act OPEN FOR WRITE (COUNT xxxx) 


is printed. After the file allocation is validated (as discussed 
below), this message will be followed by 


FILE filenameeext/act CLOSED - POSSIBLE LOST DATA 


Note that if the file is found to extend beyond its last 
checkpointed extent, the message 


filename.ext/act TRUNCATED TO CHECKPOINT AT RECORD nnnn 
or 

filename.ext/act FXTENDED FROM nnnn TO nnnn RECORDS 
will be printed depending on whether the EXTENDALLOWED option has 
been set or note Note that the file can be validly truncated to 
record O since this implies that a Directory entry still exists 


for the file, but that it contains no data. 


If the file was open for read, its read count will be reset but 
no message will be generated. 
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The validity of the file allocation is checked by reading forward 
through the index blocks, checking their linkages, checking the 
data block pointers, and checking for allocation conflicts for 
all index and data blockse Failure of these checks will result 
in one of the following messages; 
filenameeext/fact —- INVALID NEXT INDEX BLOCK ADDRESS xxxxxxxx 
filenameeext/act - INVALID PREVIOUS INDEX BLOCK ADDRESS xxxxxxx 


filename.ext/act - INVALID DATA BLOCK ADDRESS xxxxxxxx 
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filename.ext/act - NEXT INDEX BLOCK ADDRESS xxxxxxxx SHOULD 
BE ZERO 


filename.ext/act - LAST INDEX BLOCK ADDRESS xxxxxxxx 
SHOULD EQUAL xxxxxxxx 


filename.ext/act ALLOCATION CONFLICT AT SECTOR xxxxxx 


filename.ext/act CONTAINS LEFECTIVE SECTOR AT xxxxxx 


If any of the above errors occur, the action taken depends on the 
current state of the file and the position of the error within 
the file. If the file was not open for write then any of the 
above errors result in the file being deleted. If the file was 
open for write and the error is detected within the previously 
checkpointed extent of the file (i.e. within the Index and Data 
blocks containing the current number of logical records as 
indicated by the Directory entry) then the file is deleted. If 
the file was open for write and the EXTENDALLOWED option is set 
then if the error is in the extended portion of the file, the 
file is not extended but truncated at the last checkpoint. Thus 
if the file is deleted the error message will be followed by 


FILE filename.ext/act DELETED 
but if it is truncated the error message will be followed by 


FILE filename.ext/act TRUNCATED TO CHECKPOINT AT RECORD nnnnn 


If cone of the sectors occupied by the file is a recovered 
defective sector then the message 


filename.ext/act CONTAINS RECOVERED DEFECTIVE SECTOR AT xxxxxx 


If this sector is within the previously checkpointed extent of 
the file then the file is deleted if the sector lies within an 
Index block, otherwise (if the sector is part of a Data block) 
then the file is not deleted and the message 


CATA POSSIBLY CORRUPTED BEGINNING AT RECORD nnnn 
is rrinted. 


If the file was not open for write then the unused data block 
addresses in the last index block are checked to be zero. If one 
is found to be nonzero then the message 


filename.ext/act - INVALIC DATA BLOCK ADDRESS xxxxxxxx 
- SHOULD BE ZERO 


is printed. Note however, that the file will not be deleted 
since this is not considered to be a fatal error. The data block 
address will be set to zero and all following data block pointers 
will be forced to zero. This cleanup operation is also performed 
for any files which are truncated or extended. 
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In the above discussion, no explicit reference has been made to 
either Spool or Temporary files. These are treated in a slightly 
different fashion from standard data files. 


Temporary files are always deletede No messages are output as 
the individual files are deleted, but at the end of the Check 
operation the message 


nonn TEMPORARY FILES DELETED 
is output giving the total number deleted. 


Spool files are treated as follows: first, the file type must be 
indexed. If not, the message 


filenameeext/act - INVALID SPOOL FILE TYPE x 
FILE filename.ext/act DELETED 


is output. If the file is closed, then it is deleted if it is 
more than 24 hours old (as determined by its Date Last Written) 
unless the KEEPSPOOL option is set. If the file is open for 
write, it is treated as a standard user data filee Once the file 
has been properly closed (or was not open for write), it is 
deleted if it currently contains no datae When all checking is 
complete, the following summary messages are output if the 
associated counts are nonzero. 


nnnn AGED SPOOL FILES DELETED 
nnonn EMPTY SPOOL FILES DELETED 
nnnn SPOOL FILES PRESENT 


If the last message is printed, the uSer should, once the pack 
has been marked on and the Spooler is active, check the Spool 
Queue to ensure that the remaining files are, in fact, on the 
Queue. If not, add them to the Queue. 


When the checking of Directory blocks and files is complete, the 
Volume Descriptor is rewritten with the Volume Attributes Online 
bit resete 


Two final points should be noted. First, if during the 
Check/Noreadcheck operation, a defective sector is encountered 
within the Bit Map, Directory, or the file index blocks, then an 
automatic mode switch to Readcheck will occure This will be 
indicated by the standard I/0 error message followed by 


«eee SWITCHING TO READCHECK MODE **** 


A surface check will then be performed before recommencing the 
checking discussed abovee 


Second, the allocation and linkage checking of indexed, 
nonbuffered indexed and extendable contiguous files is done in 
Parallel for a number of files. As stated earlier, the 
Preallocated Directory is read in, one track at a time. Once all 
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the entries in the blocks in that track are checked, all the 
indexed and nonbuffered type files found are checked together by 
using a tree based sweeping algorithm. This technique optimizes 
the checking of indexed, nonbuffered indexed, and extendable 
contiguous files but can only be used for the preallocated 
portion of the Directorye When initializing a pack, request a 
Directory big enough to contain all files to be allocated on the 
pack. Note that because the file is not completely checked until 
all its index blocks have been checked, it iS normal to have 
messages relating to the one file interspersed with messages 
relating to other files. For example, the “OPEN FOR WRITE" 
message is commonly separated from the "..CLOSED - POSSIBLE LOST 
DATA" message. 


4.2122-3 Check/Close Operation 


Once the initial check of the Volume Descriptor (discussed in 
section 4.1.2) has been madeyv the Directory is checked in the 
Same Manner discussed in section 4.1.2.2. Each Directory entry 
is validated but no allocation checks are made.e. If any files are 
found to be open for read, their read counts will be reset, but 
no message is generated. 


If any contiguous file is found to be open for write, it will be 
closed and the following messages printed: 


filenameeext/act OPEN FOR WRITE (COUNT xxxx) 
FILS filenameeext/fact CLOSED - POSSIBLE LOST DATA 


If any indexed, nonbuffered indexed, or extendable contiguous 
file is found to be open for write, the message 


filenameeext/fact OPEN FOR WRITE (COUNT xxxx) 
followed by 
week SWITCHING TO NOREADCHECK MODE **** 


indicating that a mode switch is occuringe Note that the mode 
switch occurs when the first indexed, nonbuffered indexed, or 
extendable contiguous file open for write is founds. In addition, 
a mode switch will occur if any of the Directory blocks or 
entries are found to be invalid or a Temporary file is 
encountered. 


If no errors are found, and there are no files open for write 
(except possibly contiguous files), and no Temporary files are 
encountered, the Volume Descriptor is rewritten with the the 
Volume Attributes Online bit reset, and the program terminates 
with end of task code 0. 
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Yete2e-4 Check/Closeonly Operation 


This operation is exactly the same as the Check/Close operation 
except that, if any errors or indexed, nonbuffered indexed, or 
extendable contiguous files open for write are detected, no mode 
switch occurs and the program terminates immediately with end of 
task code 1. If this happens, the Volume Attributes Online bit 
in the Volume Descriptor will be left set, and it will be 
necessary to run a full check before the pack can be returned to 
normal usee 


Note however, that if any Temporary files are encountered, these 
will be deleted. Since this action leaves space allocated in the 
Bit Map which is in fact free, the message 


WARNING: SPACE NOT RELEASED IN BIT MAP 


is printed just before the program terminates with end of task 
code 0. In this case, the pack can safely be Marked On and used 
normally-e However, at some future time, a Check/Noreadcheck 
Operation should be run to release the unused space. 


4.e1e62e5 Reportonly Operation 


If the REPORTONLY option is set for a Check operation, the pack 
is never written to and any messages generated will, in general, 
contain extra diagnostic informatione 


Since the pack cannot be written to, the write/read-back/compare 
checks cannot be made on the Volume Descriptor and the Bit Map. 
In addition, a duplicate copy of the Bit Map must be constructed 
either in memory or in a Contiguous Temporary file. In both 
cases, an area equal to the size of the Bit Map is required (see 
Appendix C)-. If the required workspace cannot be obtained, the 
program will terminate with end of task code 5 after printing the 
message 


INSUFFICIENT WORKSPACE FOR DUPLICATE BIT MAP 


When all checking is complete, this duplicate bit map iS compared 
with that currently existing on the packe If there are any 
differences, the message 


CURRENT BIT MAP DIFFERS FROM EXPECTED 


is printed. If the Journal feature (see Appendix H) is currently 
enabled, then the differences are reported as follows: 


nnnn BIT(S) STARTING AT xxxxxx SET - EXPECTED RESET 
nnonn BIT(S) STARTING AT xxxxxx RESET - EXPECTED SET 


Note that if the pack being checked was previously marked off, 


any differences (and any reported errors other than defective 
sectors) indicate a possible failure in the operating system. 
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As indicated above, most of the errors reported will include 
additional information. For example, where an error is detected 
in a Directory entry, the location of the entry is reported by 


IN DIRECTORY BLOCK AT xxxxxx OFFSET yy 
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where xxxxxx is the sector address of the block in hexadecimal, 
and yy is the offset in hexadecimal of the entry within the 
block.e 


Similarly, errors within the index blocks of an indexed, 
nonbuffered indexed, or extendable contiguous file are located by 
the message 

IN INDEX BLOCK nnnn AT xxxxxx 
where nnnn is the block number (base 1) and xxxxxx is the 
hexadecimal sector addresse Errors in the data blocks are 
located by the message 


IN DATA BLOCK nnnn AT xxxxxx OFFSET yy 
IN INDEX BLOCK mmmm AT zzzzzz 


Errors in the data block pointers are located by the message 

IN INDEX BLOCK nnnn AT xxxxxx OFFSET yy 
In addition, certain actions not normally reported, will be. 
Thus, files found open for read are reported as 

filenameeext/fact OPEN FOR READ (COUNT xxxx) 

IN DIRECTORY BLOCK AT xxxxxx OFFSET yy 

FILE filename.ext/act READ COUNT RESET 


Similarly, the deletion of Temporary and Spool files is reported 
by 


TEMPORARY FILE filename.ext/act DELETED 

AGED SPOOL FILE filename.ext/act DELETED 

EMPTY SPOOL FILE filename.ext/act DELETED 
Remember that any action message (such as “FILE ... DELETED") is 
advisory only in REPORTONLY mode, and the user is reminded of 


this by the note 


**** OPTION REPORTONLY SET **** 
x*x*e*x ACTION MESSAGES ARE ADVISORY ONLY **** 


printed both at the head and the tail of the listing. 


When the program finishes, it terminates with end of task code 1. 


4.123 Rename Function 
The Volume Descriptor is first read and then checked as discussed 


in section 4.1.2. That is, the current volume name is checked to 
be valid, and the Directory and Bit Map pointers are checked. In 
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addition the Volume Attributes On-line bit is checked to be reset 
and if not the message 


VOLUME ATTRIBUTES ON-LINE BIT SET ~- CHECK REQUIRED 


is printed and the program then terminates with end of task code 
1 


The Volume Descriptor is then rewritten with the new volume name. 
If this is the same as the previous name then the message 


WARNING: VOLUME NAME IS ALREADY voln 
is printed. 


The program then terminates with end of task code 0 after 
printing the message 


PACK ON devn: RENAMED FROM nold TO voln 


where nold is the old volume name and voln the new. 


4.2 TIMING INFORMATION 


Note: all timings given in this section assume that there is no 
other concurrent activity.e 


The time required to execute a given function depends on the 
function itself, the selected mode, the type of disc, the 
contents of the pack, and the amount of memory available. 


Rename operations require very little time and will always 
execute in under 10 seconds. 


Initialize operations are relatively fast if no surface check is 
required. However, if a surface check is performed, the 
execution time will depend on both the available memory (as this 
determines the buffer size) and the type of pack. The time 
required is given by the formula 


Be RIG A sO NE) 


where T is the total time in seconds 
R is rotation time cf the disc in seconds 
C is the number of cylinders on the pack 
H is the number of heads on the disc 
N is the number of reads required to process one cylinder 
and is given by INT((S+B-1)/8) where S is the cylinder 
Size and B the buffer size except for the 2.5 and 5 MB 
fixed and remcvable packs where (because of the 
different algorithm used) N has the fixed values 5 and 
7 respectively. 
The values of the device dependent parameters in the above 


expressions can be found in Appendix C. The times for various 
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types of disc and various buffer sizes are given in the following 
table. (Figures are given for Bit Map plus track and a half 
sized buffers because this size is the optimum for 
Check/Noreadcheck operations.) 


Disc Type Buffer Equivalent Surface Check 
Size (KB) To Time (sec) 
256 MB 304 cylinder 274 
256 MB 147 Bit Map + 1-5 trks 302 
2565 MB 32 2 tracks 398 
256 MB 16 track 521 
67 MB 80 cylinder 82 
67 MB 57 Bit Map + 1.5 trks 96 
67 MB 16 track 137 
5 MB independent of buffer size 92 
FLOPPY rT cylinder 26 


In the above table, the maximum buffer size given for each disc 
type is the optimum for that disce That is, further increasing 
the buffer size will not decrease the required time. Note also 
that the time is independent of buffer size for 2.5 and 5 MB 
discs because of the different algorithm used which requires only 
a 1-sector buffere It should be apparent both from the table and 
from the formula, that significant reductions can be made in the 
buffer size without greatly affecting the performance. In 
Particular, if a track sized buffer is used instead of (the 
optimum) cylinder buffer, then the required time will always be 
less than double the minimum possible. Thus, for a 256 MB disc, 
the buffer size can be reduced from 304 to 16 KB (ieee, by 94%) 
with less than a doubling of the required time. 


The time required for a Fill operation is equal to that required 
for a surface checke That is, an Initialize/Fill will require 
twice the time given in the table. 


The time required for a Check operation depends critically on the 
specified mode (or the mode used if a mode switch occurs). A 
full Check will require a Directory check, a File check, anda 
surface checke The Directory check is essentially very fast, and 
a Check/Closeonly or a Check/Close in which no mode switch occurs 
will process in excess of 2000 files per second in the 
preallocated portion of the Directory, and approximately 150 
files per second in the non-preallocated portione These figures 
assume that sufficient memory is available to hold one complete 
track of the preallocated portion of the Directory. (Note that 
these figures apply to the 256 and 67 MB discs; for the 5 MB 
discs the figures are approximately 1000 and 75, respectively; 
and 100 and 5, respectively, for a Floppy.) 


The File check requires more time than a Directory check and is 


optimized by specifying sufficient memory to hold the entire Bit 
Map in core together with a track sized buffer for the Directory 
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and a half track buffer for the Index file check tree. Assuming 
that the average Contiguous file is 75 KB in size, and the 
average Indexed file contains 1.5 index blocks (equivalent to a 
source file of about 1500 records) then on 256 and 67 MB discs, 
the File checking logic will process approximately 100 Contiguous 
files per second and 20 Indexed files per second within the 
pre-~allocated part of the Directorye In the non pre-allocated 


portion, these figures drop to approximately 80 and 15 
respectively. These figures assume that sufficient memory is 
available to hold the entire Bit Map in memory. If only one 


Quarter of the Bit Map can be held in memory at one time, there 
Will be approximately a 10% degradation in the the above figures. 
Timings for the other types of discs can be estimated by reducing 
these figures by the yrerformance ratios evident from the 
Directory check estimates. 


4.3 TUNING INFORMATION 


If only a single disc has to be processed, then optimum 
performance is achieved by using the maximum available amount of 
memory (up to the limit useakle by the program). The following 
table gives the segment size increments required for optimum 
performance for each function/mode for selected types of discs. 
The figures given are calculated by using a cylinder sized buffer 
for surface check operations, a Bit Map plus a track and a half 
Sized buffer for file check operations, and a track buffer for 
Directory check operations. 


SSE SS 228 Bee set Sees IZ ZB TET SBA BZ BB BIB SZ ZB SDAA BTV TT ATSB TZ TZ 
—— ame nee a a ee a ee Oe SE ee ES SE SS Se ee eS ee oe eee Se SS oes oe ee aw oe ee Se ot ob om SD ED Sees tel GD See GN GD GS ne aD GS ED Ee GD OOF ERD SED GED WEE Ome Ow Gwe re ce ee oe 


[INIT |INIT JINIT |CHECK|CHECK|CHECK|CHECK| RE- 


| | 
| DISC TYPE [READ |NORD |FILL |READ |NORD |[CLOSEJCLOSEJNAME | 
| | CHECK | CHECK | | CHECK | CHECK | [ONLY | l 
J==aSSs=esaSSee= === SSSss |Ssss= | s=sS= | =====| ===== ==Sa= | ===== | 
l 256 MB | 304 | 139 | 304 | 304 | 147 | 16 | 16] Of 
|--------------- |-----|~----|----- |----- |----+|----- |----- |----~ | 
r 67 MB | 80 | 49 | 80 | 80 | 571 164 164° «0 | 
|-nancnace rene ne eebeeed later Lateral Geatetatal Conese |----- |----- [---~- | 
5 MB 1 12] #34 127 121 12 6 fF 6Y OF 
|--------------- |-----|----- |----- | --4-- | -----|----- |----- |----~ | 
{ FLOPPY | y | 4 f{ 4 | 4 | 5 | 4 | y | QO | 
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Note that FASTCHEK is supplied with a default segment size 
increment of 16 KB. 


It should be noted that (as discussed in section 4.2) the 
performance penalty of using less than the optimum segment size 
increment is not severe. Thus if multiple discs have to be 
processed, then it is advantageous to run multiple copies of 
FASTCHEK in parallel especially if the discs are on independent 
channels. In particular, if there are a large number of discs to 
be checked after a system failure, multiple copies of FASTCHEK 
should be used to simultaneously check discs on independent 
Channels, and then the second (and any subsequent) discs on each 
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channel should be checked in further parallel runs. Note that 
Since FASTCHEK is a segmented task, multiple copies will share 
one copy of the code (i.e. pure segment). The fixed and 
removable packs ina 10 MB disc system should not be processed in 
parallel since these share a common head arm. 


It is important to realise that when a pack is [Initialized, 
specifying a pre-allocated Directory of sufficient size to 
contain all files to be allccated is critical in achieving high 
performance during Check functions. It Should also be noted that 
because the Directory check phase is extremely fast, there is 
almost no penalty in specifying Close mode for a Check function, 
since if there are no Indexed files apen for write the operation 
will complete almost immediately, but very little time is lost if 
a mode switch to NOREADCHECK is required. 


4.4 PACK ADMINISTRATION FILE 


The Pack Administration file, PACKINFO.DIR/O, contains both a 
list of the defective sectors on the pack and a record of the 
administrative history of the pack. Its primary function is to 
provide the defective sector information so that when a pack is 
Initialized or Checked and the Bit Map has to be rebuilt, this 
can be done without performing a surface check to find the 
defective sectcrs. 


The file is a Contiguous file of some 9 sectors for hard discs 
(and only one sector on Floppy discs since no administration 


history is maintained on these discs). The file is protected 
against deletion and update by normal application tasks by 
Maintaining the Directory entry with a Write Count of “1. The 


file is organised as a set of 64 byte records packed 4 toa 
sector. The first record is a control record containing global 
information and pointers to the data records which are either 
history records or Defective sector records. 


The history records record the following events: 
- pack initialization and mode of initialization 
- pack name set by rename or initializing (last four times) 
~ surface check performed (last four times) 
- Check/Close or Check/Clcseonly performed 
- File integrity check rferformed 


Note that additional types of history records are supported by 
other utilities. 


The Pack Administration file is created when FASTCHEK is used to 
Initialize a pack in the FILL or READCHECK mode. It will also be 
created if the NOREADCHECK mode is specified since a mode switch 
to READCHECK will occur if the file does not exist. Hence the 
administration history records only this and subsequent events. 
Thus packs should be Initialized in NOREADCHECK mode so as to 
preserve any prior history. 
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Since the file is created at Initialization time, it is always 
the first file in the Directory and always occupies the first 
error free area of the required size (which will, in general, 
directly follow the Volume Descriptor). 


All Check and Rename operations performed by FASTCHEK will be 
recorded in the Pack Administration file provided that it exists. 
The existence and validity checking are performed as follows: 
First, an existence check is made by checking whether 
PACKINFO-DIR exists as the first entry in the Directory and is a 
Contiguous filee If not, the program assumes that no Pack 
Administration file exists on the pack, and the message 


WARNING: PACK ADMINISTRATION FILE PACKINFO.DIR NOT FOUND 
is printed. 


The validity of the file is then checked by first checking that 
the data pointers in the control record are in nondecreasing 
order and that the last data pointer is equal to (filesize*4-1). 
The validity of the contents of the Defective Sector record(s) 
are then checked as follows: the addresses of the defective 
sectors are checked to be in ascending order and to be greater 
than zero and less than or equal to the maximum sector address 
for the given type of pack. The first address found to be Zero 
is assumed to flag the end of the list, and subsequent addresses 
are checked to be zeroe If the Defective Sector record(s) are 
full, then the number of defective sectors as held in the Control 
record and the latest Surface Check History record are checked to 
be equal and greater than or equal to the number in the Defective 
Sector record(s)e If the Defective Sector record(s) are not 
full, these three values must be equal. If any of these checks 
fail, a warning message is output as follows: 


WARNING: PACK ADMINISTRATION FILE PACKINFO.DIR CORRUPTED 
The message 

WARNING: PACK ADMINISTRATION FILE PACKINFO.DIR OVERFLOWED 
will be output if the Defective sector records are full and _ the 
number of addresses recorded is less than the count of defective 


sectors held in the Control record.e 


If an Unrecoverable I/O error (status xX‘'84") occurs while the 
file is being accessed, the message 


WARNING: PACK ADMINISTRATION FILE PACKINFO.DIR UNUSABLE 
is outpute 
If the file exists and is valid, the current system date/time is 
checked to be later than the ‘last updated date/time’ held in the 


Control recorde If this check fails, the utility pauses after 
issuing the message 
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PACK ADMINISTRATION FILE LAST UFDATED ON mm/dd/yy hh:mm:ss 
ACLJUST SYSTEM DATE/TIME IF REQUIRED, THEN CONTINUE 


On being continued, the Efrogram will use the current ' system 
date/time (thus allowing the operator the correct the date/time 
if it is incorrectly set). 


If the user desires to examine the Pack Administration file, it 
can be dumped using the CISPLAY command of OS/32 COPY. The dump 
can then be interpreted using the record layouts given in 
Appendix D. 
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CHAPTER 5 
ERROR HANDLING AND MESSAGES 


5e1 COMMAND ERROR HANDLING 


The action taken when a command error is detected depends on the 
mode of command entry being used. 


If either the immediate or batch command entry mode is being 
used, the erroneous command line is displayed on the system 
console (or MTM terminal) together with an error message and an 
indication of where in the line the error occurred. For example, 
if the START command 


ST ,CHECK=DSC1:,ROADCHECK 

is used, it will result in the following messages 
Unrecognizable Keyword 
CHECK=DSC13:,ROADCHECK 

and the program will then terminate with end of task code 2. 


Similarly, if the program is started specifying a file as the 
command device and that file contains the following commands 


CHECK DSC1: 

READCHECK 

WRITEREC; EXTEND; KEEPSPADE 
END 


then the following messages will be displayed 

Unrecognizable Keyword 

WRITERECs EXTEND: KEEPSPADE 
and the program will terminate with end of task code 3. 
If the interactive command entry mode is used, an error in 
response to a prompt will cause an error message to be displayed 
on the interactive terminal followed by the erroneous’ response 
and an indication of the position of the error. For example, if 


in response to the prompt 


Mode (#NOReadcheck, REAdcheck, or Fill=xxxxxxxx) ? 
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the user replies with 
REEDCHECK 
then the messages 


Unrecognisable Keyword 
REEDCHECK 


Mode (#NOReadcheck, RFEAdcheck, or Fill=xxxxxxxx) ? 
will be displayed and the user should enter the correct response. 


If batch or immediate command entry is used, then once all the 
individual commands have been checked, a final consistency check 
of the commands is made. If this fails then the first detected 
error will be reported on the system console (or MIM terminal) 
and the program will terminate with end of task code 4. For 
example, if the following START command is used 


ST ,CLOSE,LI=PR2: ,EXTEND 
this will result in the following message 


Function (Check/Initialize/Rename) not Specified 


Two other types of errors can occur during the command processing 
phasee First, the program may be unable assign the specified 
command device, and second, an I/O error may occur on the command 
device. 


If the command device specified in the START command cannot be 
assigned, the message 


ASSIGN ERROR xxlu FOR voln:filename.ext/act 
<error description> 


is displayed on the system console (or MTM terminal) and the 
program then terminates with end of task code 2. 


If an I/O error occurs on the command device, the message 


I/O ERROR ON LU nn voln:filename.eext/act FUNC=xx 
STATUS=xxxxX <error description> 


is displayed on the system console (or MIM terminal). If the 
interactive command entry mode is being used, the program will 
pause, and on being continued will retry the errored I/0. If 
batch command entry is being used, the program will terminate 
with end of task code 3. 
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5.2 LIST OUTPUT AND ERROR HANDLING 


No output to the list device occurs until all commands have been 
processed and validated. In addition, if a file is specified as 
the list device, all output will be appended after any existing 
data in the file. 


If the specified list device is a printer (i.e. has device code 
X'7x'), then the program will output the heading 


PERKIN-ELMER OS/32 FASTCHEK Rnn-nn mm/dd/yy 
hh:mm:ss PAGE nnoan 


in one line at the top of each page. Note that a maximum of 55 
lines of data is output to each page. 


If the list device is not a printer and is not the same device as 
the command device, then no pagination is performed and the 
heading 


PERKIN-ELMER OS/32 FASTCHEK Rnn-nn mm/dd/yy hh:mm:ss 
is only output once. 


If the list device is assigned to the same interactive device as 
the command device, then no pagination is performed and no 
heading is output. 


After the heading is printed, a message is output giving the 
operation to be performed and any aptions. These messages are 
identical to the confimatory messages used in the interactive 
command entry mode and are shown in sections 3.2.1, 3.2.2, and 
3e2e3« 


If an I/O error occurs on the list device, the message 


I/O ERROR ON LU nn voln:filename.ext/act FUNC=xx 
STATUS=xxxx <error descrirtion> 


is displayed on the system console (or MTM terminal), or on the 
interactive command device (if this is not the same as the list 
device). The program then pauses, and on being continued, 
retries the errored I/0. 


5.3 MESSAGE SUMMARY 


This section documents all messages generated by the program. 
The messages are given in alphabetical order. Note that no 
explicit operator action is required unless specifically stated. 


For the sake cf clarity, the messages are shown in upper case 
with any parameters shown in lower case although the actual 
messages are displayed in upper and lower case. Thus for 
example, the mesSage displayed as 


48-064 FOO ROO . “ 5=3 


33 Temporary files deleted 
is documented as 
mnnn TEMPORARY FILES DELETED 


In addition, in order to avcid repetitious definitions, certain 
conventions are used in specifying the parameters. These are as 
follows: 


- parameters shown aS xxxx, yYYYY, OL zzzz represent hexadecimal 
values 


- parameters shown as 1111, mmmm, or nnnn represent decimal 
values 


- the parameter “voln:filename.ext/act" or “filename.ext/act" 
represents the name of a file. 


The messages are documented in alphabetical order in the 
following pages. Note that any message starting with a filename 
or a value is ordered by the first word of the message. 


Note also that on the actual listing the action messages are 
prefixed by an asterisk. In contrast, the diagnostic messages 
which describe the problem are indented. Thus a typical listing 
will have the following appearance: 


SYSTEM.DIR/000 Open for Write (Count FFFF) 

* File SYSTEM.DIR/000 Closed - Possible Lost Data 
MTMATF./255 Open for Write (Count FFFF) 

* File MIMATF./255 Extended from 0 to 190 Records 
MTMACCT./255 Open for Write (Count 0001) 
BATCH. QUE/O00 Open for Write (Count FFFF) 
SPL.QUE/000 Open for Write (Count FFFF) 

* File MIMACCT./255 Closed - Possible Lost Data 

* File BATCH.QUE/000 Closed - Possible Lost Data 

* File SPL.QUE/000 Closed - Possible Lost Data 


{GO NOT ALLOWED YET 


Meaning: 
The special !GO response has been entered during the 


interactive command entry but is not yet valid because 
all the mandatory data has not been entered. 
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**** ABNORMAL TERMINATION - CODE nnn **** 


where nnn is the end of task code. 


Meaning: 


This message is appended to the end of the listing 
(provided that the list and command devices are not the 
same) when the program terminates with an end of task 
code greater than 1. 


**** CHECK/NOREADCHECK IS REQUIRED **** 


Meaning: 


This message is output when a Check/Closeonly operation 
terminates because an Indexed, Nonbuffered Indexed, or 
Extendable Contiguous file is found which is open for 
write, or some other error condition (indicated in the 


previous message) is detected which requires a 
Check/Noreadcheck operation to restore the integrity of 
the packe 


*xe* OPTION REPORTONLY SET **** 
*ee* ACTION MESSAGES ARE ADVISORY ONLY **** 


Meaning: 


This message is output at the head and tail of the 
listing when the REPORTONLY option is set for a Check 
operation to remind the user that any indicated actions 
(eege, FILE ee DELETED) are advisory only. 
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x*ee* SWITCHING TO <newmode> MCDE **** 


where <newmode> gives the new mode of operation and will be 
either NOREADCHECK or READCHECK. 
Meaning: 


An error (indicated by the previous message) has forced 
a switch to a more extensive checking mode. 


k*ee* VOLUME ATTRIBUTES ON-LINE BIT SET - CHECK REQUIRED **** 
Meaning: 
A Rename function was attempted on a pack whose Volume 
CLescriptor indicated that the pack had not previously 


been rfroperly marked off. The pack must be checked by 
FASTCHEK before it can be renamed. 


Program Action: 


The program terminates with end of task code 1. 


ASED SPOOL FILE filename.ext/act DELETED 


where filename.ext/act is the name of the file. 


Meaning: 


The aged Spool file was deleted.» This message is only 
output if the REPORTONLY option is set. 
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nonn AGED SPOOL FILES DELETED 


where nnnn is the number of files deleted. 


Meaning: 


The indicated number of Spool files older than 24 


have been deleted. 


filename.ext/act - ALLOCATICN CONFLICT AT SECTOR xxxxxx 


where xXxXxXxxx is the sector address. 


Meaning: 


The file occupies a sector which is already in 


hours 


use by 


either the Bit Mar, the Directory, or another data file. 
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ASSIGN ERROR xx1ll1 FOR voln:filename.ext/act 
<error description> 


where xx is the SVC 7 error code 
a ie 0 is the logical unit number 
volin:filename.ext/act is the file descriptor of the 


device being assigned. 
<error description> will be one of the following: 
Error Code Description 


ILLEGAL FUNCTION 
ILLEGAL LU 
VOLUME/DEVICE NOT PRESENT 
FILE DOES NOT EXIST 
PROTECTED BY KEYS 
PRIVILEGE CANNOT BE GRANTED 
INSUFFICIENT SYSTEM SPACE 
LU ALREADY ASSIGNED OR 
DEVICE OFFLINE 

B INVALID FILE NAME 

C TRAP GENERATING DEVICE 

D ACCOUNT VIOLATION 
80-FF I/O ERROR 

ESTE UNKNOWN ERROR 


OOnn SWDd = 


Meaning: 


The specified device cannot be assigned for the indicated 
reason. 


Program Action: 


If the command device is being assigned, the program will 
terminate with end cf task code 2. If the device is 
either the list or disc device, then if the interactive 
command entry mode is being used, the appropriate prompt 
will be reissued; otherwise the program will terminate. 
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BIT MAP RELOCATED TO xxxxxx THROUGH yyyyyy 


where xXxxxxx is the start address of the Bit Map 
yyyyyy is the end address of the Bit Map. 
Meaning: 


The Bit Map has been relocated to the indicated sector 
addresses. This message only occurs if the original Bit 
Map was found to contain a defective sector and had to be 
relocated. 


BIT MAP CONTAINS CDEFECTIVE SECTOR AT xxxxxx 
IN SECTOR nnnn OF BIT MAP 
where xxxxxx is the sector address 


mnnn is the number of the sector (base 0) within the 
Bit Map. 


Meaning: 


The surface check performed during a Check/Readcheck 
operation has located a defective sector within the area 
of the Bit Map. See also section 4.1.2.2. 
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BIT 


MAP CONTAINS RECOVERED CLEFECTIVE SECTOR AT xxxxxx 
IN SECTOR nnnn OF BIT MAP 


where xXXxxxx is the sector address 


nnnn is the number of the sector (base 0) within the 
Bit Map. 


Meaning: 


The surface check rerformed during a Check/Readcheck 
operation has lecated a defective sector which was 
recovered within the area of the Bit Map. This is only 
an informatory message since Bit Map is about to be 
completely rebuilt. 


{CLOSE + 
{ Zz 
CHECK devn: MODE={CLOSEONLY } 
{ 3 
CNOREADCHECK} 
{ + 


CREADCHECK } 


[EXTENDALLOWED] [WRITERECOVERY] [KEEPSPOOL] [REPORTONLY] 
where devn: is the device mnemonic of the disc device 
Meaning: 


This message is output whem all commands have been 
validated to indicate the function about to be performed. 
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CHECK COMPLETE - VOLUME voln READY TO BE MARKED ON 


where voln is the name of the pack being checked. 
Meaning: 
This message is output when a Check/Close, 


Check/Noreadcheck, or Check/Readcheck operation (without 
the REFORTONLY option set) terminates sucessfully. The 
pack is then ready for normal use. 

filenameeext/act CONTAINS DEFECTIVE SECTOR AT xxxxxx 


where xxxxxx is the sector address. 


Meaning: 


The file contains a sector found to be defective. 


filename.ext/act CONTAINS RECOVERED DEFECTIVE SECTOR AT xxxxxx 
where xxxxxXx is the sector address. 
Meaning: 


The file contains a sector found to be defective but 
which was recovered. 
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CURRENT BIT MAP DIFFERS FROM EXPECTED 
nnn BITS STARTING AT xxxxxx <message> 


where XXXXXX gives the equivalient sector address at 
a string of nnn bits all differ in the same 


sense. 


<message> is either "SET - EXPECTED RESET" 
or "RESET - EXPECTED SET" 


Meaning: 


The new Bit Map built during a Check operation 


REPORTONLY option set is not the same as that currently 


on the pack. See also section 4.12.56 


CURRENT/FREVIOUS DEFECTIVE SECTOR DISCREPANCIES 


XXXXXX (CHS=ccc/hh/ss) NOW {GOOD + 
{LEFECTIVE} 
where xxxxxx is the sector address 
cece is the hexadecimal cylinder number 
hh is the hexadecimal head number 
ss is the hexadecimal sector number. 
Meaning: 


The surface check performed during a Check/Readcheck 


operation has lecated different defective 


sectors to 


those recorded in the Pack Administration file. 
second message is repeated for each discrepancy. 


there are no discrepancies then this’ second 
replaced by “**** NCNE ****", 
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DATA POSSIBLY CORRUPTED BEGINNING AT RECORD nnnn 


where nnnn is the record number base 0O. 
Meaning: 
As indicated by the previous message, an Indexed, 


Nonbuffered Indexed, or Extendable Contiguous file has 
been found to contain a recovered defective sector. This 
message gives the number of the first record that 


might 
contain corrupted data. 
DATA VALIDATION ERROR IN BIT MAP AT SECTOR xxxxxx 
where Xxxxxx is the address of the Bit Map sector in which 


the error occurrede 


Meanings 


A hardware failure is indicated. 


Program Action: 


The program will terminate with end of task code 30. 
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DEFECTIVE SECTCR AT xxxxxx (CHS=ccc/hh/ss) <message> 


where xxxxxx is the sector address 
ccc is the hexadecimal cylinder number 
hh is the hexadecimal head number 
ss is the heaxdecimal sector number 


<message> will be one of: 

PECOVERED - indicating that the sector was 
recovered through the WRITERECOVERY ontion, 

STATUS yyyy REALCING 
indicating that status yyyy was returned by 
a read operation 

STATUS yyyy WRITING 
indicating that status yyyy was returned by 
a write operaticn. 


Meanings: 
A defective sector has been found at the indicated 
address. The word RECOVERED, if present, indicates that 


the sector has been recovered through the WRITERECOVERY 
cption. 


nnnn DEFECTIVE SECTORS FOUNT 


where nnnn is the total number of defective sectors. 


Meaning: 


The surface check operation has located the indicated 
number of defective sectors on the pack. 
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nnnn DES ECTIVE SECTORS RECORDED 
XXXXXX (CHS=ccc/hh/ss) 


where nnnn is the number of defective sectors 
in the Fack Administration file 


XXXXXX is the sector address 

ccc is the hexadecimal cylinder number 

hh is the hexadecimal head number 

ss is the hexadecimal sector number. 
Meaning: 


recorded 


The pack being checked or initialised has, according to 
the information read from the Pack Administration file, 
the indicated defective sectors. The second message is 
repeated for each defective sector. If the pack has no 


defective sectors then only the first line is 


displayed 


and the count is shown as zero. Note that these messages 
are displayed only if NOREADCHECK mode is specified. In 
READCHECK mode, the recorded defective sector data is not 


explicitly displayed since it can be inferred 


from the 


comparison of the current and previous defective sectors. 


nnnn DEFECTIVE SECTCRS RECCVERED 


where nnnn is the total number of defective 


sectors 


recovered by the WRITERECOVERY option. 


Meaning: 


The surface check operation has recovered the 
number of defective sectors on the pack. 
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indicated 


DEFECTIVE SECTOR LIST OVERFLOW AFTER nnonnnnn FOUND 
where nnnnnn is the number of defective sectors found. 
Meaning: 
The in memory defective sector list has overflowed after 


the indicated number has been found. See also sector 
Yete lee 


Program Actions: 


The program will terminate with end of task code 22. 


DEVICE devn: IS A DISC - INVALID AS COMMAND OR LIST DEVICE 


where devns: is the device name specified as the command 
or list device. 


Meaning: 
The device shown was specified (as indicated in the 
following message) as the command or list device and it 
is a disc. This is not valid. 


DEVICE devn: IS NOT A DISC 


where devn: is the device specified to be Checked, 
Initialized, or Renamed. 


Meaning: 


The indicated device is not a disc. 
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DIRECTORY AS SFECIFIED (nnn FILES / CYLINDER mam) OVERFLOWS 


where nnn 


nmm 


Meanings 


PACK 


is the requested size of the Directory in 
terms of the number of files 


is the requested start cylinder for the 
Directory. 


The CLirectory as requested will not fit on the pack. 


DIRECTORY TRUNCATED TC nnnn BLOCKS AT SECTOR xxxxxx 


where nnnn 


XXXXXX 


Meaning: 


is the number of remaining directory blocks 
(base 1) 


is the sector address of the block 


The Directory has been truncated at the indicated point 
and this is now the last Directory block. 
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DIRECTCRY BLOCK AT xxxxxx CHAINS TC ALLOCATED SECTOR yyyyyy 


sector address of the Directory block 


where xxxxxx is the 
yyyyyy is the address of the next Directory block 
Meaning: 
The forward pointer in the Directory block (which gives 
the address of the next Directory block) contains a 
sector address which is allocated either to the Bit Map, 
a previous Directcry block, or a data file. 
Program Actions: 
The Directory will be truncated as indicated by the 


message following. See also section 4.1.2.2. 


DIRECTCRY BLOCK AT xxxxxx CHAINS TO DEFECTIVE SECTOR yyyyyy 

where Xxxxxx is the sector address of the Directory block 
YYyyyy is the address of the next Directory block 
Meaning: 


The forward pointer in the Directory block (which gives 
the address of the next Directory block) contains a 
sector address which is known to be a defective sector. 


Program Action: 


The Directory will be truncated as indicated by the 
message following. See also section 4.1.2.2. 
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DIRECTCRY BLOCK AT xxxxxx HAS INVALID FORWARD POINTER yyyyyyyy 


where xXxXxxxx is the sector address of the Directory block 
yyyyyyyy is the address of the next Directory block 
Meanings 
The forward pointer in the Directory block (which 


contains the address of the next Directory block) is 
greater than the maximum sector address on the pack. 


Program Action: 
The Directory will be truncated as indicated by the 
message following. See also section 4.1.2.2. 
EMPTY SFOOL FILE filename.eext/act DELETED 
where filename.ext/act is the name of the file. 
Meaning: 
The empty Spool file was deleted. This message is only 
output if the REPCRTONLY opticn is sete 
mnnn EMPTY SPOOL FILES DELETED 
where nnnn is the number of files deleted. 
Meaning: 


The indicated number of empty Spool files have been 
deleted. 
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FILE filename.eext/act EXTENDED FROM nnnn TO mmmm RECORDS 


where nnann is the number of previously checkpointed 
records. 
mmmm is the number of records now in the file. 
Meaning: 


An Indexed, Nonbuffered Indexed, or Extendable Contiguous 
file open for write was found to extend beyond its 
previously checkpointed extent and was extended (through 
the EXTFNDALLOWED option) to the point indicated. 


FILE filenameeext/act CLOSED - POSSIBLE LOST DATA 
where filename.ext/act is the name of the file. 
Meaning: 
The file was open for write and has been closed. Note 
that the words “possible Lost Data" will be omitted if 
the file, in fact, contains no data. 
FILE filename.eext/act DELETED 
where filename.ext/act is the name of the file. 
Meaning: 


The file has been deleted for the reason given in the 
previous message. 
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FILE filename.ext/act MAY CONTAIN ERRONEOUS DATA 


where filename.ext/act is the name of the file. 


Meaning: 


The file may contain erroneous data because (as indicated 


by the previous message) the file contained a recovered 
defective sector. 


FILE filename.ext/act READ COUNT RESET 


where filename.eext/fact is the name of the file. 


Meaning: 


The file was open for read and has been closed. This 
message is only output if the REPORTONLY option is set. 


nnnon FILES CLOSED 


where nnnn is the number of files closed. 
Meaning: 


The indicated number of files was closed during the Check 
operatione 
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nnonn FILES DELETED 


where nnnn is the number of files deleted. 


Meaning: 
The indicated number of files was deleted during the 
Check operation. Note that this does not include the 


count of Temporary and aged Spool files deleted which is 
given separately. 


nnnn FILES EXTENDED 


where nnnn is the number of files extended. 


Meaning: 


The indicated number of Indexed, Nonbuffered Indexed, and 


Extendable Contiguous files open for write has been 


extended beyond their previously checkpointed extent. 


nnonn FILES TRUNCATED 


where nnnn is the number of files truncated. 


Meaning: 


The indicated number of Indexed, Nonbuffered Indexed, and 


Extendable Contiguous files open for write were truncated 
to their previous checkpoint. 
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filename.ext/act - FIRST INDEX BLOCK ADDRESS xxxxxxxx 
EQUALS LAST - SHOULD NOT 


where xxxxxxxx is the address of the first index block. 


Meaning: 
The first and last index block addresses of an Indexed, 
Nonbuffered Indexed, or Extendable Contiguous file are 


equal, but they should not be because the file contains 
more data than can be mapped by one index block. 


filenameeext/act - FIRST INDEX BLOCK ADDRESS xxxxxxxx NOT 
EQUAL TO LAST yyyyyyyy 


where xxxxxxxx is the first index block address 


yyyyvyyy is the last index block address. 


Meaning: 
The first and last index block addresses of an Indexed, 
Nonbuffered Indexed, or Extendable Contiguous file are 


not equal but they should be because the number of data 


records in the file can be mapped by only one index 
blocke 


FUNCTION (CHECK/INITIALIZE/RENAME) NOT SPECIFIED 


Meaning: 


This message is generated during the command consistency 
check and indicates that no function was specified. 
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IN DIRECTORY BLOCK AT xxxxxx OFFSET yy 


where xxxxxx is the sector address of the Directory block 


YY is the offset of the entry within the block. 
Meaning: 


If the REPORTONLY option is set, and an error is detected 
in a Directory entry, this message will follow the error 
message to give the location of the invalid Directory 
entrye 


IN FULLWORD AT xx EXPECTED yyyyyyyy FOUND zzzzzzzz 


where xx is the address offset within the sector 
yyyyyyyy is the expected value of the fullword 


ZZZZZZZZ is the value actually found. 
Meaning: 


This message is output after the data validation error 
message in order to locate the error. 


IN INDEX BLOCK nnnnnn AT xxxxxx 


where nnnnnn is the index block number (base 1) 
XxXXXXX is the sector address of the index block 
Meaning: 


If the REPORTONLY option is set, then when an error is 
detected in an Indexed, Nonbuffered Indexed, or 
Extendable Contiguous file, this message will follow the 
error message to give the location of the associated 
index block. 
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IN INDEX BLOCK nnnnnn AT xxxxxx OFFSET yy 


where nnnnnn 
XXXXXX 


vy 


Meaning: 


is the index block number (base 1) 
is the sector address of the index block 


is the hexadecimal offset within the block. 


If the REPORTONLY ogtion is set then, when an error is 
detected in an index block, this message will follow the 
error message so as to give the location of the invalid 


index block. 


INITIALIZE devn: 


VOLUME voln 


where devn: 


voln 


nnonn 


mmm 


Meaning: 


This message 


{FILL WITH xxxxxxxx 
{ 


{ 
{NCREADCHECK [WITH WRITERECOVERY] 


- 
+ 
MODE={READCHECK [WITH WRITERECOVERY] } 
+ 
} 


DIRECTORY FOR nnonn FILES AT CYLINDER mmm 
REQUESTED 


is the device mnemonic of the disc device 
XxXXXX¥XxXxxX is the data pattern for the Fill 
operaticn 

is the new volume name for the pack 


gives the capacity of the Directory to be 
allocated 


is the start cylinder number of the 
Directory. 


is output when all commands have been 


validated to indicate the function about to be performed. 
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IN SECTOR nnnn OF FILE 


where unnn is the sector number within the file. 


Meaning: 
If the REPORTONLY option is set and an allocation 
conflict or defective sector is found in a Contiguous 


file, this message will follow the error message to give 
the location within the file. 


INSUFFICIENT ERROR-FREE SPACE FOR DIRECTORY 
Meaning: 
Insufficient error free Contiguous space is available to 


allocate the Directorye See also section 4Yetleole 


Program Action: 


The program will terminate with end of task code 20. 


INSUFFICIENT SPACE FOR BIT MAP 


Meaning: 
Insufficient free Contiguous space is available to 
allocate the Bit Map. see also sections 4.1.1 and 
Hete2e26 


Program Action: 


The program will terminate with end of task code 21. 
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INSUFFICIENT WORKSPACE FOR CUPLICATE BIT MAP 


Meaning: 
Insufficient workspace, either in memory or on a 
Contiguous Temporary file, is available to build a 
duplicate copy of the Bit Map. See also Section 4.1.2.2. 


Program Action: 


The program will terminate with end of task code 5. 


INTERNAL FAILURE rrnn AT xxxxxx STACK PTR ssssssss 
yyyyyyyy ZZZZ2Z222 
yyyyyyyy 2ZZZZ2Z222 


where rr is the major internal failure code 
nn is the minor internal failure code 
XXXXXX is the address at which the failure occured 


ssssssss is the current value of the workspace’ stack 
pointer 


VYYYYYYY and z2zz7z2z2zz give the walkback information. 


Meanings: 
An internal failure has occurred (see Chapter 6). 
Program Action: 
The program will pause, and then on being continued, will 


terminate with end cf task code 251. 


Required Operator Actions: 


See Chapter 6. 
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I/O ERROR ON LU nn voln:filename.ext/act FUNC=xx RAND=yyyyyyyy 


STATUS=z2zz <error description> 


where nn is the logical unit number 


voln:filename.ext/act is the file descriptor of the 
device assigned to the logical unit 


Xx is the SVC 1 function code 
yyyyyyyy is the SVC 1 random address (in hexadecimal) 
ZZZ2Z is the SVC 1 status code 


<error description> will be one of the following: 


Status Code Description 
COxx ILLEGAL FUNCTION 
AOXX DEVICE UNAVAILABLE 
GOXX END OF MEDIUM 
88XX END OF FILE 
84XX UNRECOVERABLE ERROR 
8281 I/O HALTED 
8282 TIMED OUT 
8283 CEVICE WRITE PROTECTED 
8291 REQUEST PURGED 
82XX PARITY OR RECOVERABLE ERROR 
&100 ILLEGAL OR UNASSIGNED LU 
8OXX UNKNOWN ERROR 


Meaning: 


An I/O error occurred on the specified logical unit 
performing the specified function. Note that the 
“RAND=yyyyyyyy" is suppressed if random accesS was not 
being used in the function with the error. 


Program Action: 


If the error occurred on the command or list devices, 
then the actions discussed in sections 5-1 and 5.2 
respectively take place. 


If the error occurs on the disc device, then the action 
taken depends on type of error and the current phase of 
the programe If an Unrecoverable FError (code xX'84xx') 
occurs, then a mode switch will occur if allowed (see 
Chapter 4). In all other cases the program will 
terminate with end of task code 10. Note that during the 
surface check phase, I/0 oerrors may occur (because of 
defective sectors) but these will not result in the above 
message being logged. 
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Required Operator Action: 


If the program pauses, remedy the fault, and continue the 
Programe 


filename.ext/act - INVALICD CURRENT SECTOR ADDRESS xxxxxxxx RESET 


where xxxxxxxx is the current sector address of the file. 


Meanings: 
A Contiguous file was found whose Directory entry 
contained a current sector address greater than the 
number of sectors in the file. The current sector 


address was reset tc Zero. 


filename.ext/act - INVALIC CATA BLOCK ADDRESS xxxxxxxx 


where xxxxxxxx is the address cf the data block. 


Meaning: 


The current index block contains a data block address 
which is invalid because it is either greater than the 
Maximum sector address for the pack or is zero when not 


expected to be so. 
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filename.ext/act - INVALID DATA BLOCK ADDRESS xxxxxxxx 
- SHOULD BE ZERO 


where xxxxxxxx is the address of the data block. 


Meaning: 
The data block address should be Zero because it is not 
in use because it follows the last active data block in 
the file. Therefore, all trailing data block addresses 


in the last index block of the file should be Zero. This 


is an advisory message only and iS not a reason to delete 
the file. 


filenameeext/act - INVALID DATA BLOCK SIZE OF ZERO 


Meaning: 


The data block size of an Indexed, Nonbuffered Indexed, 
or Extendable Contiguous file is invalid because it is 
ZelOe 


INVALID DEVICE NAME 


Meaning: 
The device name (as indicated in the message following) 
is invalid. That is, the program is expecting a device 


name (rather than a file descriptor) and the one 
specified is not valid. 


INVALID FILE DESCRIPTOR 
Meaning: 


The file descriptor (as indicated in the message 
following) is invalid. 
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INVALID FILENAME fffffffLLLfLLLFLF.eceeeee/act 


where £ffffffFfLLLLLLFLL.ceeeee/act is the hexadecimal 
representation of the filename. 


Meaning: 


The filename found in the Directory entry does not 
conform to the allowed formate The file will be deleted 
as indicated by the FILE ee. DELETED message. In this 


message, any nonprintable characters will be replaced by 
# characters. 


filename.eext/act - INVALID FILE TYPE x 


where xX is the hexadecimal file type code. 


Meaning: 


The file type code is not 0, 1, 2, or 3 (indicating 
Contiguous, Extendable Contiguous, Indexed, or 
Nonbuffered Indexed, respectively). 


filename.eext/fact - INVALID FIRST INDEX BLOCK ADDRESS xxxxxxxx 


where xxxxxxxx is the address of the first index block of 
the file. 


Meaning: 


The address of the first index block of an Indexed, 
Nonbuffered Indexed, or Extendable Contiguous file is 
invalid because it is greater than the maximum sector 
address on the pack, or it is zero, but the file contains 
datae 
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filenameeext/act - INVALID FIRST SECTOR ADDRESS xxxxxxxx 
where xxXxxxxxx is the starting sector address of the file. 


Meaning: 
The starting sector address of a Contiguous file is 


invalid because it is either zero or greater than the 
maximum sector address on the pack.e 


filenameeext/act - INVALID INDEX BLOCK SIZE OF ZERO 


Meaning: 


The index block size of an Indexed file is invalid 
because it iS zeroe 


filename.ext/act - INVALID LAST INDEX BLOCK ADDRESS xxxxxxxx 


where xxxxxxxx is the address of the last index block of the 
file as given in the file's Directory entry. 


Meaning: 


The address of the last index block of an Indexed, 
Nonbuffered Indexed, or Extendable Contiguous file is 
invalid because it is greater than the maximum sector 
address on the pack, or it is zero, but the file contains 
data. 
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filenameeext/act - INVALID LAST SECTOR ADDRESS xxxxxxxx 
where xxxxxxxx is the ending sector address of the file. 


Meaning: 


The ending sector address of a Contiguous file is invalid 
because it is either Zero or greater than the maximum 
sector address on the pack. 


filenameeext/act - INVALID NEXT XNDEX BLOCK ADDRESS xxxxxxxx 


where xxxxxxxx is the address of the next index block of the 
file as given by the forward pointer in the 
current index block. 
Meaning: 
The address of the next index block of an Indexed, 
Nonbuffered Indexed, or Extendable Contiguous file is 


invalid because it is greater than the maximum sector 
address on the packe 


filename.eext/act - INVALID NUMBER OF LOGICAL RECORDS xxxxxxxx 


where xxxxxxxx is the number of records in the file as given 
“by the Directory entry. 


Meaning: 


The number of logical records is invalid because it is 
greater than hexadecimal 7FFFFFFF. 
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filenameeext/act - INVALID PREVIOUS INDEX BLOCK ADDRESS xxxxxxxx 


where xxxxxxxx is the address of the previous index block of 
the file as given by the backward pointer in 
the current index block. 
Meaning: 
The address of the previous index block of an J[ndexed, 
Nonbuffered Indexed, or Extendable Contuguous file is 


invalid because it is not equal to the actual address of 
the previous index block. 


filename.eext/act - INVALID RECORD LENGTH nnn OR NUMBER OF 
RECORDS mmmmmm 
where nnn is the record length of the file 
mmmmm is the number of logical records in the file 
as indicated by the Directory entry. 
Meaning: 
One or both of the logical record length and the number 


of logical records is invalid because their product 
exceeds FFFFFFFF hexadecimal. 


INVALID SEND MESSAGF IGNORED 


Meaning: 


A message sent to the task cannot be recognized. 


Program Action: 


The message will be ignored. 
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filename.eext/act - INVALID SPOOL FILE TYPE x 
where x is the hexadecimal file type code. 
Meaning: 


A Spool file was found whose type code was not 2 
(indicating Indexed). 


KEYWORD CONFLICTS WITH PREVIOUS ENTRY 


Meaning: 
The keyword (indicated in the following message) 
conflicts with cne previcusly entered. That is, the 


commands being entered are not consistent. 


filename.ext/act - LAST INDEX BLOCK ADDRESS xxxxxx 
SHOULD EQUAL yyyyyy 


where XxXXxxx is the address of the last index block in 
file as obtained firom the Directory entry 
YVYYYYY is the address of the last index block in the 
file as found by following down the chain of 
index blocks. 
Meaning: 
The address of the last index block as recorded in the 


Tirectory entry does not match that calculated by 
following down the file. 
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filename.ext/act - LAST SECTOR ADDRESS xxxxxx LESS THAN 
FIRST yyyyyy 


where xxxxxx is the ending sector address of the file 
yYYYYYY is the starting sector address of the file. 
Meaning: 


The ending sector address of a Contiguous file is invalid 
because it is less than the starting Sector address of 
the file. 


LIST DEVICE ASSIGNED TO devn: 


where devn: is the name of the System Console (or MTM 
Terminal). 


Meaning: 


No list device was specified and an attempt was made to 
assign to the device PR:. However, this failed, and the 
list device was assigned to the console, 


filenameeext/act - NEXT INDEX BLOCK ADDRESS xxxxxxxx 
SHOULD BE ZERO 


where xxxxxxxx is the address of the next index block of the 
file as given by the forward pointer in the 
current index block.e 


Meaning: 
The current index block should be the last in the file. 


Thus, its forward pointer should be zero, but has the 
value indicated. 
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NO CEFAULT ALLOWED 


Meaning: 


A default (null) response was given to an interactive 
mode prompt to which no default is allowed. 


filename.ext/act OPEN FOR READ (COUNT xxxx) 


where xxxx is the read count for the file. 
Meaning: 
The file is open for read. It will be closed as 


indicated by the next message. Note that this message is 


output only if the REPORTONLY option is set. 


filename.ext/act OPEN FOR WRITE (COUNT xxxx) 


where xxxx is the write count for the file. 


Meaning: 


The file is open for write. It may be closed or deleted 
as indicated by the next message. 
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OPERATING SYSTEM IS Rnn-nn - Rmm—-mm REQUIRED 
where nn-nn gives the revision and update level of the 
operating system 
mm—-mm gives the revision and update level of the 
required operating system. 
Meaning: 


The version of FASTCHEK being used is not compatible with 
the operating system being used. 


Program Action: 


The program will terminate with end of task code 2. 


OS/32 FASTCHEK Rnn-nn <function> devn: STARTING 
where nn-nn gives the revision and update level of the 
program 
<function> will te either INITIALIZE, CHECK, or RENAME 


devn: is the device name of the disc 


Meaning: 


This message is logged on the system console (if it is 
not being used as the interactive command device) after 
all commands have been validated and indicates that the 
specified function is starting. 


in 
| 
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PACK ADMINISTRATION FILE LAST UPDATED ON mm/dd/yy hh:mm:ss 
ADJUST SYSTEM DATE/TIME IF REQUIRED, THEN CONTINUE 


mm/dd/yy hhimmsss is the date/time on which the Pack 
Administration file was last updated. Note 
that the date is given in the form dd/mm/yy 
if the operating system is sysgened with 
Furopean date format. 


Meaning: 
The current system date/time is earlier than the 
date/time at which the Pack Administration file 


(PACKINFO.DIR) was last updated. 


Program Actions: 
The program will rause to allow the operator to correct 
the system date/time if required. 

Required Operator Action: 


Continue the program after updating the system date/time 
if necessary. 


PACK INITIALISED - PREALLOCATED DIRECTORY AT xxxxxx 
BIT MAP AT yyyyyy 


where xxxxxx is the sector address of the first Directory 
Block 
yyyyyy is the address of the sector at which the Bit 


Map starts. 


Meaning: 
This message is output when the pack has been sucessfully 


initialised and gives the location of the Directory and 
Bit Mape 
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PACK CN devns: RENAMED FRCM vold TC voln 


where devns: is the device name of the disc drive 
vold is the previous volume name 
voln is the new volume name. 

Meaning: 


The Rename operation has been successfully completed and 
the pack on the indicated drive has been renamed to the 
name shown. The task will then terminate with end of 
task code 0. 


PARAMETER TOO LARGE 


Meanings 
The parameter (indicated in the messgae following) is too 


largee But the START command also contained other used 
commands. 


PERKIN-ELMER OS/32 FASTCHEK Rnn-nn 


where nn-nn gives the revision and update level of the 
program 


Meaning: 
This message is logged on ths system console (or MTM 


terminal) immediately the program starts and before any 
attempt is made tec process any Start commands. 


qn 
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POSSIBLE LCOP IN DIRECTORY CHAIN 


Meaning: 
The number of Directory blocks encountered during a 
Check/Closeonly or Check/Close operation has exceeded one 
eighth of the number of sectors on the pack. Tf the 
current mode is CLOSE a mode switch to NOREADCHECK will 


CCCUur, otherwise the program will terminate with end of 
task code 1. 


RENAME devns: AS voln 


where devns is the device mnemonic of the disc device 


voln is the volume nama to which the pack is to be 
renamed. 


Meaning: 


This message is output once all commands have _ been 
validated to indicate the function about to be performed. 
nnnn SPOOL FILES PRESENT 


where nnnn is the number of files remaining. 


Meaning: 


The indicated number of Spool files remain on the pack. 
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TEMPORARY FILE filename.ext/act DELETED 
where filename.eext/act is the name of the file. 
Meaning: 
The Temporary file was deleted. This message is only 
output if the REPORTONLY option is set. 
TEMPORARY FILE ENCOUNTERED 
Meaning: 
A Temporary file was encountered during a Check/Close 
operation forcing a switch to NOREADCHECK mode (indicated 
by the following message). 
nnnon TEMPORARY FILES DELETED 


where nnnn is the number of files deleted. 


Meaning: 


The indicated number of Temporary files were deleted. 


filenameeext/act TRUNCATED TO CHECKPOINT AT RECORD nnonn 


where nnnn is the number of records remaining in the 
file. 


Meaning: 
An Indexed, Nonhuffered Indexed, or Extendable Contiguous 
file open for write was found to extend beyond its 


previously checkpointed extent and was truncated back to 
its previous checkpoint. 
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UNEXPECTED CHARACTER 


Meaning: 


The character (indicated in the message following) was 
detected when a delimiter was expected. 


UNEXPECTED TASK QUEUE ENTRY xxxxxxxx IGNORED 


where xxxxxxxx is the unexpected task queve entry fullword. 


Meaning: 


The task queue entry is not one of those expected. 


Frogram Action: 


The task queue entry will be tiignored. 


UNEXPECTED TRAILING CHARACTER 


Meanings: 


A keyword or a parameter following a keyword (indicated 
in the message following) was recognized but was followed 
by an unexpected character. 


UNEXPECTED TRAILING CHARACTER(S) IGNORED 


Meaning: 


The indicated trailing characters (following a semicolon 
separator) were nct expected and have been ignored. This 
message can only occur when commands are being entered 
interactively. 
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UNRECOGNISABLE KEYWORD 


Meaning: 


A keyword (indicated in the message following) cannot be 
recognized. 


VOLUME DESCRIFTOR DATA VALICATION ERROR 


Meaning: 


The data read back from the Volume Descriptor did not 


match the data previously written to it. A hardware 
failure is indicated. 


Program Action: 


The program will terminate with end of task code 31. 
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VOLUME DESCRIPTOR ERROR 
<message> 


where <message> will be one of the following: 


INVALID VOLUME NAME vvoollnn 


INVALID DIRECTORY POINTER pppppppp 


INVALID BIT MAP POINTER pppppppp 


BIT MAP (AT xxxxxx TO yyyyyy) OVERLAPS 


where vvoollnn 


PPPPPPPP 


XXXXXX 


222222 


Meaning: 


DIRECTORY (AT zzzzzz) 


is the hexadecimal representation 


of the volume name. 


is the hexadecimal start sector 


number of the Directory or 
MaDe 


and yyyyyy give the start and 
addresses of the Bit Map. 


gives the start address of 
Directory. 


The Volume Descriptor is invalid for the reason given 


the explanatory message. 


Note that the Directory and 


Map pointers are invalid if they are greater than 
Maximum possible address on the pack. The Bit 
pointer is also invalid if zero. 


Program Action: 


The program terminates with end of task code 8. 
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Bit 


end 


the 


in 
Bit 
the 
Map 


5-45 


VOLUME NAME INVALID 


Meaning: 


The specified volume name Gindicated in the message 
following) was not valid. 


VOLUME NAME IS voln 
where voln is the volume name of the pack. 
Meanings: 
This message is output at the beginning of a Check 
operation after the Volume Descriptor was checked to 
indicate the name of the pack being checked. 
VOLUME NAME NOT SPECIFIED 
Meaning: 
This message is generated during the command consistency 


check and indicates that no vclume name was specified for 
a Rename or Initialize function. 
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WARNING: DIRECTORY CONTAINS RECOVERED DEFECTIVE SECTOR 
AT xxxxxx 


where xxXxxxx is the address of the recovered defective 
Sectore 

Meaning: 
The Directory contains at the indicated address, a sector 
which was found to be defective and then recovered 
(through the WRITERECOVERY option). This message is a 
Warning to the uSer that the Directory Block may have 
been corrupted. However, since all entries in the Block 


will be completely checked, there is no need to truncate 
the Directory. 


WARNING: PACK ADMINISTRATION FILE (CFACKINFO.DIR) CORRUPTED 
Meaning: 
The Pack Information file does not contain vaild data 


(see section 4.4). 


Frogram Action: 


See section 4.1. 


WARNING: PACK ADMINISTRATION FILE (CPACKINFO.DIR) NOT FOUND 
Meanings: 
The Pack Administration file does not exist as the file 


in the Directory. 


Program Action: 


See section 4.1. 
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WARNING: PACK ADMINISTRATION FILE (PACKINFO.DIR) NOT UPDATED 


Meaning: 
An I/0 error occurred while the Pack Administration file 


was being updated (as indicated by the previous message) 
and as a result the file has not been updated. 


WARNING: PACK ADMINISTRATION FILE (CFACKINFO.DIR) OVERFLOWED 


Meaning: 
More defective sectcrs exist than could be recorded into 
the Pack Administration file, that is, the Defective 
sector records are full. 


Program Action: 


See section 4.1. 


WARNING: PACK ADMINISTRATION FILE (PACKINFO.DIR) UNUSABLE 


Meaning: 
This message follows the I/0 Error message when an 
Unrecoverable I/0 error occurs while accessing the Pack 
Information file while checking it. 


Program Action: 


See section 4Uete 
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WARNING: SPACE NOT RELEASED IN BIT MAP 


Meaning: 


A Check/Closeonly oreration has been run and Temporary 
files were deleted but their allocated space was not 
released in the Bit Map. A Check/Noreadcheck operation 
will have to be run at some convenient time to releasa 


this space. 


WARNING: VOLUME NAME IS ALREADY voln 


where voln is the current name of the pack. 


Meanina: 


The volume name specified for a Rename function is 


same as the current name of the pack. 


WHILE ACCESSING BIT MAP 


Meaning: 


This message is output after the I/O Error Message 


the I/O error occurred while accessing the Bit Map. 


Program Action: 


the 


when 


If I/O error is due to a defective sector a mode Switch 
to READCHECK will occur if allowed in the current 
function/mode. Otherwise the program will terminate with 


end of task code 10. 
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WHILE ACCESSING DIRECTORY 


Meaning: 


This message is outrut after the I/0 Error Message when 
the I/0 error occurred while accessing the Directory. 


Program Action: 
If I/C error is due to a defective sector a mode switch 
to READCHECK will occur if allowed in the current 


function/mode. Otherwise the program will terminate with 
end of task code 10. 


WHILE ACCESSING PACK ADMINISTRATION FILE 


Meaning: 
This message is outrut after the I/O Error Message when 
the 1/0 error occurred while accessing the Pack 


Administration file. It will be followed by the warning 
message that the file is unusable. 


Program Action: 


See section 4.1. 


WHILE ACCESSING VOLUME DESCRIPTOR 


Meaning: 


This message is output after the I/O Error Message when 
the I/O error occurred while accessing the Volume 
Descriptor. 


Program Actions: 


The program will terminate with end of task code 10. 
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CHAPTER 6 
INTERNAL FAILURE 


62-1 DESCRIPTION 


In certain conditions FASTCHEK may detect some error or internal 
inconsistency from which it cannot recover. When this happens 
FASTCHEK will pause after printing the following message on the 
system console (or MIM terminal): 


INTERNAL FAILURE rrnn AT xxxxxxx STACK PTR sSsSSSSSSS 
yyyyyyyy ZZZZZZ2ZZ, 
yyyyyyyy ZZZZZ2ZZ2 


where rer is the major internal failure code and identifies 
the area of failure 


nn is the minor internal failure code and identifies 
the specific failure 


XXXXXXXX is the address at which the failure occurred 


ssssssss is the current value of the workspace stack 
pointer 


YYYYYYYY and 2222Zzzz give the walkback information. 


If FASTCHEK is then continued, it will terminate with end of task 
code 251. The task pauSes rather than terminating directly so as 
to enable the user to dump any task related information, for 
example by using the Display Registers or Examine commands. 


If an Internal Failure should occur, the user is requested to 
contact the nearest Perkin-Elmer support office. The following 
information will assist the diagnosis of the fault: 


- a copy of the system console 1og covering the period in which 
the failure occurred 


- a copy of any listing output produced 
- a memory map of the system 
- a dump of the impure segment of the task 
(This is most simply produced by using the EXAMINE command to 


dump the required areae Alternatively a Panic Dump of all 
memory can be made.) 
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Interal Failure conditions are, by their nature, not due to any 
operator error and it is highly likely that rerunning the task 
with the same parameters will result in the same failure. 
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APPENDIX A 
FASTCHEK COMMAND SUMMARY 


BLCCKS [=] [bbb] [(/[ccc]] 


CHECK [=] devns 


COMMAND [=] fd 


DIRECTCRY [fff] [/[ ccc] ] 


NDALLOWED 


Ite 

ix 

rf 
4 


FILL (=) (xxxxxxxx] 
INITIALISE [=] devn: 
INITIALIZE [=] devn: 
KEEPSPOOL 


LIST [=] £4 


WRITERECOVERY 
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APPENDIX B 
END OF TASK CQDES 


The End of Task codes used Ey FASTCHEK are given below. 


EOT Code 


0 


250 


251 


Meaning 


Normal completion - pack can now be marked on and 
used normally. 


Pack requires further checking - will occur if: 
- a Check/Closeonly operation cannot close all open 
files 


~ the REPORTONLY option is used 
- a Rename operation detects that the pack has not 
been marked off. 


Error in Start arguments or incompatible Operating 
System Revision Level. 


Error in command read from Batch command file. 
Inconsistency in specified commands. 
Insufficient memcry or workspace. 

Invalid Volume [Lescriptor. 

Fatal I/O errer cn disc. 

Insufficient space for Directory. 

Insufficient space for Bit Map. 

LTefective sector list overflow. 

Cata validation error in Bit Map or Directory. 
Tata validaticn error in Volume Descriptor. 


STOP message received or {STOP response to 
interactive command mode prompt. 


Internal Failure. 
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APPENDIX C 
DEVICE CHARACTERISTICS 


The following tables give pertinent characteristics for the 
various types of discs. Note that the table on page C-3 contains 
discs, which although usable under the current Operating System 
release, are no longer current products. 


Le Tn SS SS Swe Se SD Se eee GD SERS Meee VED Gee ee OS ee See TES Ge mee cms Ge SEE ore eee ES wae ee mee ED Oe eee cme SS OED Oe ame ties ee cee ee eee ee ee Ee ee ee en ee eee ee oe ee ee oe ee ee ee ee ee oe oe 
SO Se Se Oe ee ey ee Oe SY SD Me See ee GS ES eee SE Cm ee Ge See SRee OEE Ge SE: GD ee GE eee SEED ee SES See Sew cmb GEES Game Eee Gorm Gite CD Oey Gis Gare SE GED seem eee eee eee ae OD Gee Ae OE eee ae Gee eee ae oe ome 


{/ 5 MB | 5 MB | MSM80] MSM300] | MSM8OF | 
| DISC TYPE | FIXED] REMOV] REMOV| REMOV |FLOPPY| + HPT 
eaeeeEiaR Renna ee paces [ss-2e leer preragria ieee 
|}Nominal Capacity 1 5 MB | 5 MB | 67 MB] 256 MBI250 KBI68.5MB|2 
Neaecaeertesaneenscs [ease Pes joseea= Vases [esaaee [=e2== = 
[Device Code (Hex) [| 32 | 33 | 35 f 36 | 37 | 38 {| 
| (Decimal)| 50 | 51 | 53 | 54 | 55 | 56 | 
aera ae es [eeo== aens [=== Cae Tope poseeos | - 
|Rotation Time (sec)| 1/40 | 1/40 | 1/60 | 1/60 | 1/60 {| 1/60 | 
cad igeare tas Boece ena eae Reereeta ipeecaa areunee = 
{Number of Cylinders| 408 | 408 | 823 | 823 | 77 |{ 842.2| 
Kees ceraate seeree ae pepe [sarees eecee [sseeses Goeeea Gapeee = 
|Number of Heads | | | | | [ J 
J(ieee tracks|[cyl) | - 2 | 2 | 5 | 19 | 1 | =e 
tae eeseree ce sss jee seee faceeee Gens Gans aeatne [esses [= 
{Cylinder size (KB) | 12 | 12 | 80 | 304 | 3.25 | 80 | 
| (sectors) | 48 | 48 | 320 | 1216 | +13 | 320 | 
Geeugenasuneransas eae soa eas partes aca Gaeraee = 
J}Track size (KB) | | 6 | 16 | 16 | 3.25 | 16 | 
| (sectors) | 24 | 24 | 64 | 64 | 13 | 64 | 
aera ean meee arene [Sees [eases [Peescee arses [eaeocs [= 
[Bit Map size (KB) | 2.50] 2.50] 32.35] 122.25] 0.25 | 33.00|1 
| (sectors) | 10 | 10 | 129 | 489 | 1. OF. 32:4 
akotenua are aces areas [22-2 [eseee= [e- 25 [feos lanes ie 
}Total size (KB) | 4896] 4896] 65840] 250192][250.25| 67376|2 
| (sectors)] 19584] 19584]263360]1000768] 1001 |{269504]1 
eaneeraarunenss cas leeeeer [Serer jeerees [eoseee= [paeee ipower = 
{Default Directory | | | | | | [ 
| size (files){ 120 | 120 | 640 | 1600 | 5 | 640 | 
| (blocks) | 24 -| 24 | 128 | 320 | 1 {| 128 | 
iscceees seneeesce@- = fesaees [seeee= lems peeoaeos aoe peeeens a 
|Directory Alloc'n | | | | | | ] 
{Interleaving Factor| 6 | 6 | 32 | 32 | 1 | 32 4 

“ m= 


ye ee ee re re me ee ee eee ee ee eee me ee cee eee eee ee ee SD ORD ee ee ee ee ee eye Oe eee ee ee mm Oe ee ee ce ee ee re ee ee ee em ee re ee crm ee ee re es ee eee oe 
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MSM330] 
FIXED | 


621744 
O48576| 


leet ered ceded peieediyaredenand arena pened mantherwedl aatlieenEpereallaantivaredenaatiterandy- aaatieardhmantedpeaced panel needh nx thnandl ard andh ead onal adh andheasealh eect end cadireedsadlisreadiaredt dl nandl-aadmaedl-nadh--oll-andinerds nsnTheattadieanttedeend at 
I ee ee 


| 1HPT of | MSM80|MCCD32| MCCD32|MCCD64|MCCD96| 
DISC TYPE IMSMB8OF| FIXED| REMOV| FIXED| FIXED] FIXED] 


rena | 
13136] 39408] 65680] 


52544|1576321262720| 
| 


|Total size (KB) 
| | (sectors) 


1536} 65600] 13168 
6144)262400{ 52672 


{Default Directory 


SgMggsas nes eae ueae anaes eee eaeeere [erase [ease 
|Nominal Capacity [7.5 MB] 67 MBJ13.5MB[13.-5MB| 4O MBI 67 MB 
[eee areca ee oasis caee [s2eos lamas lan? [neces ee ee [Sore | 
|Device Code (Hex) |{ 39 | 3A { 3B | 3C | 3D Jj 3F | 
{ (Decimal){| 57 | 58 jy 59 | 60 [{ 61 {| 62 | 
eet eee eee acess Navona lamer leeeeiaie [Pecos = Geass | 
}Rotation Time (sec)|{ 1/60 {| 1/60 {| 1/60 | 1/60 | 1/60 | 1/60 | 
Saas Gare [secee- [eH =2-5 ices == Coane [are=== pas 
{Number of Cylinders] 19.2 | 820 | 823 {| 821 | 821 | 821 | 
regen uieeaeacsna aatae Gena (ascars [pReces ieerres jeeeaes jeaenas 
{Number of Heads | | | | | } 
{(iee.e tracks|cyl) 5 | 5 | 1 | 1 | 3 | 5 | 
Cohacapruiia a aeinaarertced (aaanos Nepaens [2sse=> [eos [sano [Peceee | 
{Cylinder size (KB) 80 | 80 | 16 | 16 | 4B | 80 | 
| (sectors) 320 | 320 | 64 | 64 | 192 } 320 | 
laeeuses Samet Gas [-eoee5 (ae eee (aa es |aese2e | 
fTrack size (KB) 16 | 16 | 16 | 16 | 16 | 16 | 
| (sectors) 64 | 64 | 64 | 64 | 64 | 64 | 
ec aipenarr anes aaeuae aaa: jeeec= [=2252- aee-e* [eesses ines | 
{Bit Map size (KB) 0.75] 32.25] 6.5 | 6.65 | 19.25] 32.25] 
| (sectors) 3 { 129 | 26 | 26 | 77 | 129 | 
| | | | | 

| 

| 

| 

| 

| 

| 

| 

I 


| | | | 
| size (files) 20 | 640 [| 320 320 | 320 | 640 | 
(blocks) 4 | 128 | 64 64 | 64 | 128 | 
[Se Sa eee eee [aes aaah ecard [sions Soe | 
|Directory Alloc‘n | | | | | 
|Interleaving Factor 32 | 32 | 32 32 | 32 | 32 | 


ee ee ee ee rer ee ee es ee re rrr eee re ee ee es ee ee eee wee ee ee ee ee ee cee ee ee re ee ee ee ee ree ees ee ree ee ee ee ee eee eee ee ee ee ee en eee ee ere ee ome weer wie 
A A UY ee OD NS NS IS SEN SON ES GY GEE SEEN GRE eee ee eee cea ED RED EES OT SS ED ST GEE ES EEE GE OES ES OE EE ES ED SD ae GES ER GE GE SEND ee GES ES Ae SEED GREY OES mY Ce! ee Si ait MS me 


Ce2 48-064 FO1 ROO 


ee See a eee eee CD cee SOS SO eS a ee eee cee me ee ae ee ee ee ee ee ee ee es ee ee we ee i ee ee re ee ee wo es 
eS ee ee le ee ee 


205 MB[2-5 MBI 
| REMOV| 


| pase TYPE | 
oe | 
| 
| 
| 


Nominal Capacity 


| see wwe ee ewe we ee ee ee 
|Device Code (Hex) 
| (Decimal ) | 


| ee ee ee ee | 


Epon ter en Time (sec) | 


|Number of Heads 
| (ieee ERachei cis) 


{Cylinder size (KB) 
| (sectors) 


|Track size (KB) 
| (sectors) 


| (sectors) 


{Total size (KB) 
| (sectors) 


IDefault Directory 
| size (files) 
| (blocks) 


DEeeetory:. Alloc‘n 


| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
{Bit Map size (KB) | 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
eee ne Factor | 


FIXED 


_———<— ws 


2436 


4O MB| 
REMOV | 


40600 


97441162400 
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APPENDIX D 
PACK ADMINISTRATION FILE FORMAT 


D.1 INTRODUCTION 


This Appendix describes the format of each type of record in the 
Pack Administration file, PACKINFC.DIR/O. Note that this file is 
a contiguous file in which each sector contains four 64-byte 
records. 


De2 Control Record 


The Control record is the first record in the file and thus 
occupies bytes 0O through 63 of sector 0. It contains a time 
stamp which contains the date/time at which the file was last 
updated and a number of data record pointers. 


The time stamp is used by the utilities which update PACKINFO.DIR 
to perform a partial validity check on the current system 
date/time so as to ensure that the time stamps on the history 
records are correcte The data record pointers (of which there is 
one for each type of data record) each consist of a halfword 
which contains the ending record number of the data record(s) of 
the given tyre. 


The layout of the control record is as follows: 


Ryte Contents/Meaning 

0-1 Record type indicator (always set to GP) 

2-7 Date/Time last updated in form yymmddhhmmss, where 
each field (e.g. dd=day) occupies 1 byte 

8-9 Halfword count of number of defective sectors on 
pack 

10-11 reserved for future soft defective sector counts 

12-13 reserved for future soft defective sector counts 

14-15 reserved for future soft defective sector counts 

16-17 dummy “zercth” data pointer (always 0) 

18-19 data pointer for Initialisation (tyne=IN) history 
record 

20-21 data pointer for Check/Close (type=CL) history 
record 

22-23 data pointer for File Integrity Check (type=CF) 
history record 

24-25 data pointer for Name (type=NA) history records 

26-27 data pointer for Surface Check (type=SC) history 
records 
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28-29 data pointer for Incremental Backup (type=BI) 
history records 


30-31 data pointer for Selective Backup (type=BS) 
history records 

32-33 data pointer for Restore (type=RS) history records 

34-35 data pointer for Full Backup (type=BF) history 
records 

36-61 reserved for future use by data pointers (up to 
13) 

62-63 data pointer for defective sector list records 


Note that because the data fointers contain the ending record 
number of each set of data records, the data pointers for unused 
types of data records always contain the same value of the 
previcus data record pcinter. In addition, since on a floppy 
disc, there are no history records, all the data pointers except 
that for the defective sector records contain zero. 


D.3 DEFECTIVE SECTOR RECORD 


Each Defective Sector Record contains up to 16 fullword defective 
sector addresses. Note that since sector 0 on the pack can never 
be defective, a defective sector address of zero in the Defective 
Sector records acts as a null entry. 


The Defective Sector records are allocated by FASTCHEK when the 
pack is initialized using the INITIALIZE/FILL or 
INITIALIZE/KEADCHECK operaticns. On hard discs, FASTCHEK creates 
PACKINFC.DIR with sufficient Defective Sector records to allow a 
Minimum expansion factor of 128 defective sector addresses. That 
is, if during the surface check made during pack initialisation, 
N defective sectors are found, then (N+128-1)/16+1 Defective 
Sector records are allocated in PACKINFO.DIR. Note that in the 
case of a floppy disc, three Defective Sector records are always 
allocated, and thus on a floppy disc the maximum number of 
defective sectors recorded Ey PACKINFC.DIR is 48. 


The Defective Sector records are written whenever a surface check 
operation is performed. Thus, if FASTCHEK is used to perform a 
CHFCK/READCHECK operation, the Defective Sector records will be 
effectively cleared and rewritten containing the addresses of the 
defective sectors found during the surface check. 


The Defective Sector addresses are always held in ascending 
address order. 


D.4 HISTORY RECORDS 


The history records record the administrative history of the pack 
and each record has a fixed format for the first 38 bytes of the 
record. Bytes 0 and 1 indicate the record type, bytes 2 through 
37 contain an extended time stamp which includes the date and 
time of the activity, the device mnemonic of the disc drive, the 
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9/5 licence number, the O/S version ID, and the revision and 
update number of the utility which made the entry. 


Currently the types of history records are as follows: 


Type Meaning 
Code 

IN pack initialized 

NA pack name set 

SC surface check performed 

CL Check/Close performed 

CF File integrity check performed 

BF full pack backup performed 

BI incremental pack backup performed (ieee using SINCE 

or BEFORE option but with no other file selection) 

BS selective pack backup performed 

RS pack restore performed 


Note that whereas only one IN, CL, CF and BF record is ever 
present in the file, up to 4 NA, SC, BI, BS and RS type records 
are held. Note also that all Backup and Restore operations refer 
to those performed by OS/32 FASTBACK. 


The layout of the extended date/time stamp is as follows: 


Byte Contents/Meaning 

23 Date/Time at which entry made in form yymmddhhmmss 
where each field (e.ge, dd=day) occupies 1 byte 

8-11 Device mnemonic of disc drive on which pack was 
mounted at the time at which the entry was made 

12-27 Licence number of O/S 

28-35 Version of O/S (as specified to OS/32 CUP or OS/32 
SYSGEN ) 

36-37 Revision and update level of utility which made 


the entry in form rruu, with rr and uu occupying 
1 byte each 


De4.1 Initialization History Record 


The Initialization History Record records the last time the pack 
was initialized by FASTCHEK. The record contains the extended 
date/time stamp (see section D4), the preallocated directory 
parameters (number of blocks and starting cylinder), and the 
initialization mode (ieee FILL, WRITERECOVERY, or neither). 


The record layout is as follows: 


Byte Contents/Meaning 

O-1 Record type indicator (always set to IN) 
2-37 Fxtended date/time stamp 

38-39 Number of blocks in preallocated directory 
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4uC-44 Requested starting cylinder of preallocated 


directory 

42-43 Two character indicator of initialisation type 
- set to “FI" aif FILL specified, “WR" if 
WRITERECOVERY specified, otherwise spaces 

W4-~-G7 FILL fullword if FILL specified, else zero 

4g-51 Directory start sector address 

52-63 not used - always zero 


De4e2 Name History Records 


The Name History Records record the most recent and up to three 
immediately previous pack naming operations since PACKINFO.DIR 
was created. The pack name is set (and thus the history is 
updated) whenever FASTCHEK is used to perform an INITIALIZE or 
RENAME operation. 


Each Name History record contains the extended date/time stamp 
(see section D.4) and the volume name of the pack as set by the 
Naming operaticne Note that unused Name History Records always 
contain binary zeroSse 


H . 
The record layout is as follows: 


Byte Contents/Meaning 

O- 1 Record type indicator (always set to NA) 
223] Extended date/time stamp 

38-47 not used - always zero 

48-51 Volume Name 

52-63 not used - always zero 


D.4.3 Surface Check History Records 


The Surface Check History Records rececrd the most recent and up 
to three immediately previous surface check operations Since 
PACKINFO.DIR was created. A surface check is performed (and thus 
the history is updated) whenever FASTCHEK is used to perform an 
INITIALIZE/FILL, INITIALIZE/READCHECK Or CHECK/READCHECK 
operation. 


Each Surface Check History record contains the extended date/time 
stamp (see section D.4) and a count of the number of defective 
sectors on the pack. Note that unused Surface Check History 
Records always contain binary zeros. 


The record layout is as fcllows: 


Byte Contents/Meaning 

0-1 Record type indicator (always set to SC) 
2-37 Extended date/time stamp 

38-51 not used - always zero 

52-53 number of defective sectors 
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54-55 reserved for future use 


56-57 reserved for future use 
58-59 reserved for future use 
60-43 not used - always zero 


De-4.4 Close History Record 


The Close History Record records the last time FASTCHEK was’ used 
to perform a CHECK/CLOSE operation on the pack. The record 
contains the extended date/time stamp (see section De4) and the 
Close mode (ieee, CLOSE or CLOSEONLY). 


The record layout is as follows: 


Byte Contents/Meaning 
0-1 Record type indicator (always set to CL) 
2-37 Extended date/time stamp 
38-59 not used - always zero 
50 One character indicator of Close mode 
- set to "0" if CLOSEONLY mode used, else space 
61-63 not used - always zero 


De4.25 File Integrity Check History Record 


The File Integrity Check History Record records the last time 
FASTCHEK was used to perform a CHECK/NOREADCHECK or 
CHECK/READCHECK operation on the packe The record contains the 
extended date/time stamp (see section De4) and the mode (ieee, 
NOREADCHECK or READCHECK). 


The record layout is as follows: 


Byte Contents/Meaning 
0-1 Record type indicator (always set to CF) 
2-37 Fxtended date/time stamp 
38-59 not used - always zero 
60 One character indicator of mode 
- set to "N" if NOREADCHECK or "R™ if READCHECK 
61-63 not used - always zero 


De4.6 Full Backup History Record 


NOTE: THIS TYPE OF HISTORY RECORD IS NOT SUPPORTED BY REVISION 
0 OF OS/32 FASTBACK. 


The above note is necessary because FASTBACK and FASTCHEK use the 


same PACKINFO.DIR file.e Some records are implemented and updated 
by FASTCHEK and some by FASTBACK. 
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The Full Backup History Record records the last time 08/32 
FASTBACK was used to perform a full backup of the pack. The 
record contains the extended date/time stamp (see section D.4),-. 
the device name of the mag tape drive on which the backup was 
written and the Tape Serial Number written on the tape. 


The record layout is as follows: 


Byte Contents/Meaning 

0-1 Record type indicator (always set to BF) 

2-37 Extended date/time stamp 

38-53 not used - always Spaces 

54-57 Device Mnemonic of tape drive on which backup was 
written 

58-63 Tape Serial Number (6 character ASCII) 


To reduce the possibility of errors in a data transfer to 
Magnetic tape, the recommended blocking factors are: 


TAPE 
RECORDING BLOCKING 
DENSITY FACTOR 
800 BPI 12.5K 
1600 BPI 25.-0K 
6250 BPI 100.0K 


Using larger blocking factors than those recommended gains little 
additional storage space and results in an insignificant 
reduction in processing timee Howevere it does increase the 
probability of data transfer errors resulting in verify errors. 


De-4-7 Incremental Backup History Records 


NOTE: THIS TYPE OF HISTORY RECORD IS NOT SUPPORTED BY REVISION 
0 OF OS/32 FASTBACK. 


The Incremental Backup History Record records the most recent and 
up to three immediately previous times since PACKINFOQ.DIR was 
created that OS/32 FASTBACK was used to perform a incremental 
backup of the pack. That is, a backup in which the SINCE or 
BEFORE option was used but no other file selection was specified. 
The record contains the extended date/time stamp (see section 
D.4), the device name of the mag tape drive on which the backup 
was written, the Since/Before date/time, and the Tape Serial 
Number written on the tape. 
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The record layout is as follows: 


Byte Contents/Meaning 

0-1 Record type indicator (always set to BI) 

2-37 Extended date/time stamp 

38 Since/Before option indicator 
- set to ">" if Since was specified or "“<" if 
Before was specified 

39-44 Date limit in character format as yymmdd 

45-46 space characters . 

47-52 Time limit in character format as hhmmss 

53 space character 

54-57 Device Mnemonic of tape drive on which backup was 
written 

58-63 Tape Serial Number (6 character ASCII) 


De-4.-8 Selective Backup History Records 


NOTE: THIS TYPE OF HISTORY RECORD IS NOT SUPPORTED BY REVISION 
0 OF OS/32 FASTBACK. 


The Selective Backup History Record records the most recent and 
up to three immediately previous times since PACKINFO.DIR was 
created that OS/32 FASTBACK was used to perform a selective 
backup of the packe The record contains the extended date/time 
stamp (see section De4), the device name of the mag tape drive on 
which the backup was written, the file descriptor of the select 
file, and the Tape Serial Number written on the tape. 
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The record layout is as follows: 


Byte Contents/Meaning 

Q-1 Record type indicator (always set to BS) 

2-37 Extended date/time stamp 

38-53 File Descriptor of Select File (in packed format) 


or if the Immediate Select facility was used, up 
to 16 characters of the select entry starting with 
the character "(" and containing the closing ")" 
if the select entry is less than 15 characters 


54-57 Device Mnemonic of tape drive on which backup was 
written 
58-63 Tape Serial Number (6 character ASCII) 


D.4.9 Restore History Records 


The Restore History Record records the most recent and up to 
three immediately previous times since PACKINFO.DIR was created 
that OS/32 FASTBACK was used to restore files onto the pack from 
a backup tape. The record contains the extended date/time stamp 
(see section D.4¥), the file descriptor of the select file, the 
volume name of the pack which was backed up to produce the backup 
tape, and the Tape Serial Number written on the tape. 


The record layout is as follows: 


Byte Contents/Meaning 

O-1 Record type indicator (always set to RS) 
2-37 Extended date/time stamp 

38-53 File Selection parameter - set to 


a) spaces if no file selection iS specified: or if 
Select Criteria was read from a Device, Cede, 
FOX2: or CONs. This is because the 16-byte 
"Selection" field of the Restore History Record is 
too short to hold full file descriptors, and 
therefore, volume and device names are omitted 
from this field. 

b) the File Descriptor of the Select File (in 
packed format); or 

c) if the Immediate Select facility was used, up 
to 16 characters of the select entry starting with 
the character “("“ and containing the closing ")" 
if the select entry is less than 15 characters; or 
d) if the Since/Before option was used (and no 
other file was selected) the Date/Time limit in 
the format described in section D.4.7 


54-57 Volume Name of pack backed up to produce backup 
tape 
58-63 Tape Serial Number (6 character ASCII) 
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APPENDIX E 
LINK PROCELURE 


FASTCHEK is supplied both in task image and object form. If the 
user wishes to establish FASTCHEK then OS/32 Link must be used 
and the required Link commands are given below. 


ESTABLISH TASK 

DCMD 

MAP 

INCLUDE FASTCHEK.CBJ 
BUILD FASTCHEK.TSK 
END 


Note that the required options are set using Link commands 
imbedded in the FASTCHEK object file and are set as follows. 


ABS=0 
SYSSFACE=FFFFF 
WORK=(4000,B0000) 
SEGMENTED 

DISC 


LU=9 
IOBLOCKS=1 
UT 

NFLOAT 
NOFLOAT 


Link will give a warning Message because the Absolute space is 


less than 100, and on completion, will terminate with end of task 
code 2. 
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APPENDIX F 
LOGICAL UNIT USAGE 


The logical unit assignments used by FASTCHEK are given in the 
follcwing table. 


Logical Access Usage 
Unit Privilege 
0 SWO Journal listing output 
1 ERW Disc to be Initialized, Checked or Renamed 


(note that access privilege ERO is used if 
the REPORTONLY option is selected) 


3 SWC List device 

4 ERW Temporary file for Bit Map 
(only used if duplicate Bit Map is required 
and cannot be built in memory) 

5 SRW Command device 


(note that access privilege SRO is used if 
the command device is not interactive) 
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APPENDIX G 
COMPARISON WITH OS/32 DISCHECK AND OS/32 DISCINIT 


Gel INTRODUCTION 


0S/32 FASTCHEK is a functional replacement for both 
OS/32 DISCHECK and OS/32 DISCINIT. More specifically, the Check 
function of FASTCHEK replaces DISCHECK and the Initialize and 
Rename functions replace DISCINIT. 


Ge2 CHECK FUNCTION 


The following table gives the equivalent FASTCHEK command for 
each of the DISCHECK START parameters. Note that because of 
FASTCHEK's automatic mode switching feature, the NOREADCHECK 
modes are not strictly equivalent. 


ee Mes eee ee ne OU ND ae GRD Geter RD Ge GES SEND GEG SEES SEND TED SEENSD PRRMEP-SELINS ) SEY aT ar ene see eae 


| DISCHECK Parameter | ~FASTCHEK Command | 
es nas ! 
| dev: | CHECK [=] devn: i 
| list fd | LIST {=] fd : 
| READCHECK READCHECK ) 
| NOREADCHECK | NOREADCHECK | 
! CLOSE ! CLOSEONLY | 


Thus, the following Start commands are equivalent. 


DISCHECKs: ST ,DSC1:,PR:,READCHECK 
or ST ,DSC13:,PR:3 
FASTCHEK: ST ,CHEFCK=DSC1:,LIST=PR: ,READCHECK 


DISCHECKs ST ,DSC1:,PR: -NOREADCHECK 

FASTCHEKs ST ,CHECK=DSC1:,LIST=PR: ,NOREADCHECK 
Or ST ,CHECK=DSC1:,LIST=PR:,CLOSE 
or ST ,CHECK=DSC1:,LIST=PR: 


DISCHECK: ST ,DSC1:,PR:,CLOSE 
FASTCHEK: ST ,CHECK=DSC1:,LIST=PR: ,CLOSEONLY 
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Ge3 INITIALIZE FUNCTION 


The following table gives the equivalent FASTCHEK command for 
each of the DISCINIT Start parameters when used to Initialize a 
packe 


A ee EAE A NA SS CS CA NO eS RT Me Ga SY em I mes AA SRY MEL TO RP SED GD GREED EE HOLD CEES MANS AEN NEN SOY SEN MD EE ES SN RRS AED A ee GS EL Ne ED 


ae eee Se ee ee oe ee eee ee ee ee ee ee es Se eee ee ee eee een ee ee eee ae eee CE eeeey Cee er rere Oe aye SED EN SE) mE SE SS SE SEP RE ER SY ee ee ee ee 
ee es  _ 


Se ee OR ae Se Re Se EN gee FEE OUR EN EERE GEES SUPE ENT ER OED GR EEF Gem Sime IS Quen OOM eee 


DISC=dev: INITIALIZE [=] devns: 


CLEAR implied by INITIALIZE 
VOLUME=voln VOLUME [=] voln 
BLOCKS=n{(/m) BLOCKS [=] [n]} ((/]m] 


FILL=pyte FILL (=) [(xxxxxxxx] 


Thus, the following Start commands are equivalent. 


DISCINIT: ST ,DISC=DSC1:,CLEAR, VOLUME=SYS,BLOCKS=100/1, 
FILL=BD 
FASTCHEK: ST ,INITIALIZE=DSC1:,LIST=CON:, VOLUME=SYS, 
BLOCKS=100/1,FILL=BDBDBDBD 


DISCINIT: ST ,DISC=DSC1:,CLEAR, VOLUME=SYS 
FASTCHEK: ST ,INITIALIZE=DSC1i: ,LIST=CON:,VOLUME=SYS, 
BLOCKS=0 


Ge4 RENAME FUNCTION 


The following table gives the equivalent FASTCHEK command for 
each of the DISCINIT Start parameters when used to Rename a pack. 


a ED ee EE ee A GEES ESE GED Soe A CONS GERD CRS NE ONS SIE IOS TY ON NES OE GE ENNIO ED a AOL CRIA STE OD ANE TY FD ae MO PRE RED eee A A OER get Ss enti armor 


| DISCINIT Parameter 


J A A A A A ee a sew ae ae ee ST ES Ss cee Se gee ee oe 


Na I Nm cc Ne a Rn Bene De Benne D rei ard wed aad 
a a a a ae ee SS ee Oe ee oe ow 


ee et 


DISC=dev: 


VOLUME=voln VOLUME [=] voln 


| 
| 
| 
RENAME [=] devn: | 
| 
| 
| 


Thus, the following Start commands are equivalent. 


DISCINIT: ST ,DISC=DSC1: ,VOLUME=SYS 
FASTCHEK: ST ,RENAME=DSC1:,LIST=CON: ,VOLUME=SYS 


P| 
| 
ie) 
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APPENDIX H 
JOURNAL FEATURE 


FASTCHEK has a Journal facility, which when invoked, causes 
diagnostic information to be output to the device or file 
assigned to logical unit 0. This diagnostic information is 
designed to assist the analyst who is diagnosing and maintaining 
FASTCHEK itself, the operating system, or the hardware. 


The Journal feature is invoked by assigning logical unit 9. This 
can be done either before starting FASTBACK or after pausing the 
program by using the SEND PAUSE facility. (Note that if FASTCHEK 
is paused using the operating system or MTM PAUSE command, then 
the Journal feature will not be activated because FASTCHEK only 
checks the assignment of logical unit zero when it is started or 
is continued after receiving a PAUSE message.) 


The Journal feature can be turned off by using SEND PAUSE to 
pause the program and then closing logical unit 0. 


The Journal output is self-explanatory and is pnot documented 
heree Note that it is best to assign logical unit 0 to the 
device or file used as the list device. 


The Journal feature should not be invoked for the everyday use of 
FASTCHEK since it will result in the output of very large amounts 
of data which are of no use to the normal uSer. 


All Journal output is prefixed by an exclamation ("!") character 
and, thus, is easily distinguished from the normal list output. 
The Journal output is also fixed format. That is, the variable 
data is always output in fixed size fields. These two features 
aid in processing the output by the Editor or some other programe 
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APPENDIX I 
COMPATABILITY WITH CTHER PRODUCTS 


I.-1 16-BIT SYSTEMS 


FASTCHEK can be used to Initialize packs for use by the 0S/16 
Operating System and also to Check and Rename packs used by this 
operating system. However, any pack processed by FASTCHEK must 
be marked on with the "NEW" when returned to the 16-bit system. 
In addition (in common with CS/32 DISCHECK), FASTCHEK does not 
support files with account numbers greater than 255. Thus if 
FASTCHEK is used to check a pack containing files allocated under 
OS/16 with account numbers over 255, then these files will be 
deleted because they appear to have illegal file names. 


I.2 08/32 DISCINIT 


FASTCHEK can be used to Check or Rename packs initialized by 
OS/32 DISCINIT. Note however, that since DISCINIT does not 
record the Defective Sector information in the Pack 
Administration file, any Check function (other than in the 
CLOSEONLY mode) will be performed in READCHECK mode. 


I.3 OS/32 DISCHECK 


DISCHECK can be used to check a pack which was’) previously 
initialized by FASTCHEK. However, the Pack Administration file, 
PACKINFO.DIR, will always appear to be open for write since 
FASTCHEK maintains this file with a write count of -1 (to protect 
it against deletion and update). DISCHECK will thus always 
“unprotect" this file by resetting its write count. However, 
whenever FASTCHEK is used to check a pack, it will set the write 
count for PACKINFO.DIR back to -1 (provided that the file is 
valid). 


Note that FASTCHEK should always be used in preference to 
DISCHECK because of FASTCHEK's better performance. 


I.4 NON-STANDARD DISC DEVICES 


FASTCHEK can be used to maintain discs supported by user written 
Or non-standard drivers rrovided that the drivers obey the 
following conventions: 
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the Levice Control Block (DCB) is set up using the standard 
PDCB and DDCB structures 


the device attributes and flags are as for standard disc 
devices 


the device code used does not conflict with the standard 
disc device codes - in particular, the device codes’ given 
in Appendix C cannot be reused 


the driver supports the standard SVC 1 function codes in 
the same manner as the standard disc drivers 


the driver uses the standard device independent status 
codes - note also that a status of X'8283° returned for a 
write function is taken to indicate that the drive is 
hardware write protected 
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INITIALIZE command 3-% | Pack administration file 41-5 
3-5 3-5 
Initialize function, | 4-1 
dialogue for 3-29 4-5 
Integrity checking hierarchy 1-3 { 4-49 
Interactive command entry, i 
dialogues for a | R 
Internal failure =4 
nn eee 3 
K | 3-9 
| RENAME command 3-4 
KEEPSPOOL command 3-4 | 3-8 
- 3~15 i Rename function, 
dialogue for ' 3-33 
L | REPORTONLY command 3-4 
| 3-16 
LIST command 2-5 | 
Loading FASTCHEK 
from the MTM terminal 273 | 
from the system console 27-2 | SEND PAUSE command 2-8 
SEND STOP command 2-8 
M START command 2-4 
3-1 
Memory, | 3-27 
Impure 1-58 Starting FASTCHEK, 
Pure 1<§ in batch mode 2-4 
Nodes, | in interactive mode 2-4 
FILL 1~3 | in immediate mode 2-7 
READCHECK 1-3 Stopping FASTCHEK 2-8 
CLOSE 1~4 Surface check 1-1 
CLOSEONLY 194 | System command, 
NOREADCHECK 1-3 | CONTINUE 2-9 
END 3-3 
N | 3-26 
| LIST 2-6 
Nonbuffered indexed files 1-5 | 3-24 
an | SEND PAUSE 2-7 
- . SEND STOP 2-8 
5-5 START 2-4 
NOWRITERECOVERY command 3-4 | 3-4 
3-18 | 3-28 
Operation TU 
e Ons 
check/readcheck 4~7 Tape recording density D-6 
initialize/fill 4-3 Timing information 4-16 
initialize/noreadcheck 4-5 | Tuning information 4-18 
initialize/readcheck | 43 | 
check/noreadcheck 4-7 V 
check/close 4-13 | 
check/closeonly 4=13 | VOLUME command 3-4 
reportonly he 14 | 3-23 
Options, \ 
EXTENDED 1-4 WxYzZ 
KEEPSPOOL 1-4 | 
REPORTONLY 1-4 | WRITERECOVERY command 3-4 
WRITERECOVERY 1-4 3-18 
| 
| 
| 
| 
| 
| 
| 
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